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1. Introduction 

A Public Realm Masterplan for the North Lotts and Grand Canal Dock SDZ Planning Scheme was 

published in Spring 2017. The Masterplan is a non statutory document and provides overall strategic 

guidance for the proposed layout and design of streets and spaces within the SDZ area. 

An Implementation Guide has been developed which provides more detailed guidance on public 

realm works to be provided on a street by street basis for each of the urban blocks within the SDZ 

area. The Implementation Guide will agree a basic set of design principles for each of the streets, to 

include guidance on palettes of materials, services, tree planting, street furniture etc. The delivery of 

the public realm works will be undertaken by a number of different parties, to include Dublin City 

Council, commercial developers, and agencies such as the NTA, Irish Water etc. These works could 

be undertaken at different timescales and in different phases, however this Implementation Guide 

will ensure that a consistent and unified public realm is achieved throughout the SDZ area, as they 

are built out in tandem with the development of each urban block to be later taken in charge by 

Dublin City Council.  
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2. General Design Principles 

General Design Principles 

In order to ensure that a consistent and unified public realm is achieved throughout the SDZ area, 

the Implementation Guide sets out general design principles for 4 aspects of the public realm, with 

regard to: 

a) Materials (footpaths, kerbs, parking/loading bays, vehicular entrance areas etc) 

b) Service locations (utility boxes, cabinets etc) 

c) Trees (tree types, heights etc) 

d) Street furniture (public lighting, bicycle stands, bollards, bins, benches etc). 

Further detail on each of these general design principles is described in Section 2 of this guide using 

sketch layout drawings, and in Section 3 of this guide using written tables which describe the 

proposed public realm layouts for each of the urban blocks within the SDZ area on a street by street 

basis. All public realm works should comply with ‘Construction Standards for Roads & Street Works 

in Dublin City Council’, published by Dublin City Council. 

 

3. Specific Design Principles 

In addition to the general design principles, a number of specific design principles are included for 

implementation within the SDZ area. These include: 

3.1 Public realm hierarchy 

The North Lotts and Grand Canal Dock SDZ is characterised by a number of waterbodies 

including the River Liffey and Dodder, and Grand Canal Dock and Spencer Dock. Connecting 

these waterbodies is a network of orthogonal streets running in an east-west and north-

south direction. The east-west streets running parallel to the Liffey and the Campshires 

generally act as major boulevards running through the area, while the north-south streets 

function as more subsidiary streets. In terms of public realm design, it is proposed that the 

hierarchy between these streets is conveyed through differences in paving patterns, kerb 

sizes and the types of trees. i.e., larger paving slabs (600x 600mm) and kerbs (450mm) are 

proposed for the east-west streets and planted with London plane trees, while smaller slabs 

(600 x 300mm) and kerbs (300mm) are proposed for the north-south streets and planted 

with mixed broadleaf trees. Where the east-west streets intersect with the north-south 

streets at building corners/street junctions, the larger paving slabs and kerbs of the east-

west streets should take precedence and extend across the pavements to the north-south 

streets. 

 

3.2 Footpath build-out zones 

Where it is proposed to upgrade the footpaths to streets containing onstreet carparking, and 

subject to the agreement of the Environment and Transportation Dept. of Dublin City 

Council, the new paving should be built out at intervals to extend beyond the existing 

footpath edge and align with the outer edge of the on-street parking and the inner edge of 
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the road carriageway to create new build-out zones. These footpath build-out zones should 

be provided in particular at road junction radii where feasible, and should ideally be 

provided at regular intervals to allow for a regular line of tree planting and street lighting 

along the streets, and also to allow for occasional areas for bicycle stands, street furniture, 

utility boxes, courtesy pedestrian crossings etc., where required. The location, size and 

number of these footpath build-out zones will vary on a street by street depending on the 

service requirements for each block and street, however developers may decide to locate 

some build-out zones in front of buildings entrances, cafes etc. to provide increased areas of 

footpath at strategic points to their developments. Consideration may be given to 

differentiating these build-out zones from the main footpath adjacent through the use of 

different paving patterns and sizes, as has been used on North Wall Avenue. Footpath build-

out zones to indented carparking bays should be chamfered in plan. Attention should be 

given to footpath falls and surface water drainage, as it may be necessary to introduce some 

footpath drainage channels and relocate some gullies. All the details and extent of these 

footpath build-out zones are to be agreed with the Environment and Transportation Dept. of 

Dublin City Council and will be subject to road safety design requirements. 

 

3.3 Paving and mortar 

In general, all footpaths should be paved in stone. Insitu concrete should not be used 

anywhere in the SDZ area. The depth of all paving, kerbs and setts is to be agreed with the 

Roads Maintenance division of Dublin City Council. All paving and setts should be laid in high 

strength jointing and bedding mortar. If setts are proposed where vehicular entrance / 

access areas cross footpaths, or for loading / parking bays, then the Roads Maintenance 

division of Dublin City Council will require details of their specifications and design life prior 

to approval. 

 

3.4 Universal Access 

Universal design principles will apply to all designs and works to the public realm in the SDZ 

area. Footpaths should be as wide as possible and clear of obstructions, with street furniture 

etc located in the footpath build out zones where possible. Developers are encouraged to 

provide benches on each footpath addressing each side of their urban blocks. In consultation 

with the Environment and Transportation Dept. of Dublin City Council and adjoining 

developers, courtesy crossings may be provided with raised plateaux over the carriageways 

where appropriate to facilitate level access and improved connections between the internal 

streets linking each of the SDZ’s urban blocks together. Tactile paving and additional gulleys 

to be provided where appropriate. 

 

3.5 Heritage streets 

Castleforbes Road, Hanover Quay and Green St. East contain some existing historic kerbs 

and cobble setts. It is intended that cobble would be reinstated to the full length and width 

of these carriageways. Existing heritage granite paving and kerbs should be retained where 

they exist on streets. Bush hammered Leinster granite is the preferred material for new 

paving and kerbs, with paving patterns to match existing. Works in these streets should 
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comply with Section 8: Historic Surface Requirements, of  ‘Construction Standards for Roads 

& Street Works in Dublin City Council’, published by Dublin City Council, and Dublin City 

Council Guidance for Historic Paving. 

 

3.6 SUDS 

SUDS is encouraged in the SDZ area. A SUDS system is proposed to potentially run along the 

west side of Castleforbes Road within a planted green strip containing a parallel drainage 

system.  Proposals for all SUDS systems within the SDZ area should be referred to and 

agreed with the Drainage Division and Parks Department in Dublin City Council. 

 

3.7 Guidance for areas which will be the subject of  Part 8 planning permission: 

Some of the proposed public realm works in the SDZ area may require Part 8 planning 

permissions and may contain particular design guidance, particularly those which seek to 

amend the carriageway widths to accommodate cycle lanes at a later stage. Affected streets 

may potentially include New Wapping St., Sherriff St., Cardiff Lane, Blood Stoney Road, 

Macken St., Ringsend Road, Hanover Quay, Benson St. etc. A part 8 planning permission is to 

be prepared for the Liffey cycle route along the north and south Campshires. Developers 

should liaise with Dublin City Council to obtain further guidance and updates on these 

streets. 

 

3.8 Street furniture 

All designs for street furniture are to be approved by the Roads Maintenance Division of 

Dublin City Council, to include bicycle stands, bollards, benches etc. Street furniture should 

be contemporary in design, with stainless steel specified generally to ensure material 

consistency throughout the SDZ area.  

Cycle Stands: 

Where Sheffield cycle stands are to be provided on footpaths parallel to the kerb, a 

minimum clear footpath width of 2.2m between the stands and building line/ private 

landings is to be maintained. Stands are to be set back a minimum of 0.75m from kerb face. 

The minimum spacing between stands is to be 1m. In cases where stands are placed at 

angles to the kerb lines, greater clearance between the stands will be required.  The 

Environment & Transportation Dept. should be consulted with to confirm if any existing on-

street carparking bays are to be used for cycle parking and if buildouts are required. 

Bollards: 

In consultation with the Environment and Transportation Department, bollards should have 

a simple stainless steel slimline pole profile . The use of bollards in the SDZ area should be 

minimised and replaced with other street furniture, e.g. bicycle stands, where possible. 

Seating: 

Benches/seating should be robust, easily maintained and repaired, and should generally 

incorporate arm rests and backs to encourage use by the mobility impaired. They should be 

orientated and located to take advantage of natural amenity (sunlight, views etc) and should 

contribute to the passive surveillance of the area.  
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3.9 Litter bins 

Litter bins should be provided by developers at each corner of the urban blocks within the 

SDZ area and located on public footpaths to be taken in charge by Dublin City Council. In 

accordance with Dublin’s Smart Cities strategy, solar compactor bins should be installed . 

The Waste Management Services Division of Dublin City Council should be consulted with 

regard to the specification, location, installation and commissioning of these bins. 

 

3.10 Underground services  

The routes and locations of underground services, ducts and utilities, together with the 

cabling and ducting requirements for public lighting should be carefully designed to 

minimise their impact on the size, number and locations of tree pits proposed for the SDZ 

area. For existing footpaths, it will be the responsibility of each developer to undertake GPR 

surveys where appropriate, to ascertain the size of tree pits that may be accommodated 

within the layout of existing services. 

Chamber covers for utilities should be labelled and set out to align orthogonally with the 

footpath paving patterns. 

 

3.11 Street Lighting 

The provision of street lighting should follow the guidance as set out in Chapter 11 of the 

‘Construction Standards for Road and Street Works in Dublin City Council.’ All lighting 

schemes to be taken in charge by Dublin City Council must comply with the procedures, 

requirements and approval of Public Lighting Services. For the Docklands SDZ area, All 

Lighting columns shall be galvanised steel conical columns with a flush door complying with 

EN 40 and shall be painted to an agreed RAL colour. All lighting columns at 8m and above 

must also be structurally capable of carrying banners 2.3m high by 0.75m wide (with the 

bottom of the banner 3.4m above ground level). The foundation bases for the columns must 

also be designed to handle the extra loads associated with the banners. Luminaires should 

be provided of flat circular design (similar in style to the Philips City Soul). All Luminaires 

shall be LED and comply with the Chapter 11 above.  All lighting schemes shall be capable of 

being remotely monitored and controlled. 

 

3.12 Smart Cities 

Developers will be encouraged to incorporate smart city features in their developments and 

within the public realm where appropriate. Dublin City Council plays a key role in developing 

and coordinating a smart infrastructure network in the SDZ area, and should be consulted 

before any such features are installed. Such features could include USB powerpoints, data 

sensors and monitoring equipment, free wifi networks, smart energy systems, 2-way green 

twin fibre ducts/chambers  etc.  

The collocation of such smart city technologies on/or within proposed buildings, street 

furniture, lighting and other public realm infrastructure is preferred and may lead to reduced 

costs, greater sustainability, as well as limiting visual and physical clutter while improving the 

SDZ's overall smart services. 
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3.13 Trees 

London Plane trees are proposed for the east-west streets and mixed broadleaf trees are 

proposed for the north-south streets. The routes and locations of underground services, 

ducts and utilities, together with the cabling and ducting requirements for public lighting 

should be carefully designed to minimise their impact on the size, number and locations of 

tree pits proposed for the SDZ area. Tree trenches may be proposed to optimise growth 

potential. All proposals for trees must be approved by Dublin City Council’s Parks Dept. Tree 

planting proposed in the vicinity of LUAS will require the agreement of TII. The location of 

trees near junctions and courtesy crossings needs to be considered so as not to reduce 

visibility for traffic safety purposes. The impact that the size of tree crowns may have on 

street lighting requirements and adjacent property frontages must be considered when 

specifying and locating trees. 

 

3.14 Regard to adjacent developments 

In determining the design and layout of public realm works, reference should be made to 

adjacent developments, which may be at the planning stage, under construction or already 

complete. Regard should be made to the design, paving and patterns of footpaths, the 

materials palette, the location and spacing of lighting poles, the specification of trees, the 

design and location of benches and bicycle stands etc. 

 

3.15 Signage and Wayfinding 

Subject to the consent of the building owner, street nameplates should be mounted on the 

corners of each building block. Details on the specification for streetplates may be found in 

Chapter 7.8.2 of the ‘Construction Standards for Roads & Street Works in Dublin City 

Council’, published by Dublin City Council. The Environment and Transportation Dept. of 

Dublin City Council may provide more assistance in this regard. The Planning Department 

should be contacted with regard to wayfinding signage. 

 

3.16 Design Safety Audits 

Due consideration should be given, in addition to the normal geometric and road 

construction detail, to movement, accessibility and public safety. A design safety audit 

should be undertaken at design and construction stages for all proposed public realm works. 

Information on the issues to be addressed in the audit is provided in Section 13 of the 

‘Construction Standards for Road and Street Works in Dublin City Council’. 
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4. Sketch Public Realm Layout Drawings 

A number of sketch drawings of typical street layouts are provided which illustrate how the general 

and specific design principles, as described in Section 1, should be applied when designing public 

realm works for streets in the Docklands SDZ area. 

 

  



11 

 

 

  

 



12 

 

  

 



13 

 

  

 



14 

 

  

 



15 

 

  

 



16 

 

  

 



17 

 

  

 



18 

 

  

 



19 

 

5. Tables of Public Realm Layouts for each Block and Street in the SDZ area 

The following lists of tables provides detailed guidance on the proposed public realm works to be 

provided on a street by street basis for the footpaths surrounding each side of the urban blocks 

within the SDZ. Strategic design guidance for each of these streets should be referenced from the  

Public Realm Masterplan in particular Chapter 4 (North Lotts and Spencer Dock / Royal Canal), and 

Chapter 5 (Grand Canal Docks and Dodder).  The guidance in the following tables should be adhered 

to in the detailed design of the public realm, and submitted to Dublin City Council for approval 

during the planning stages and prior to construction. Note that the guidance provided in the tables 

for each street and urban block may need amendment, as traffic requirements may change over 

time and as adjacent developments are built out.  Deviations from the design principles may be 

permitted subject to agreement with Dublin City Council. All public realm works should comply with 

‘Construction Standards for Roads & Street Works in Dublin City Council’. 
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Block 1 

Sherriff St. Upper 

Notes: Public realm works could be similar to those undertaken to the west of Sherriff St. Lifting 

Bridge. The road is elevated in along much of its length, and hence trees may not be appropriate in 

some locations. Bus infrastructure may need to be provided to serve buses using the street. 

 

Materials 

Notes:  

Footpath buildouts Yes 

Paving Silver grey flame finished  / bush-hammered granite, 600 x 600mm, 

staggered pattern 

Kerbs Silver grey flame finished / bush-hammered granite, 450mm wide 

Vehicular access 

over footpaths* 

Silver grey flame finished / bush-hammered granite setts, 200 x 100mm, 

staggered pattern, TBC with DCC Roads Maintenance Services 

Car park spaces / 

loading bays* 

Silver grey flame finished / bush-hammered granite setts, 200x100mm, 

staggered pattern, and  delineated by dropped kerbs 450mm wide to match 

footpaths, TBC with DCC Roads Maintenance Services 

Pedestrian crossings Tactile paving slabs 

Footpath Drainage*  Silver grey flame finished / bush-hammered granite, 300mm wide 12mm dish    

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* To be provided, where required. 

Utility boxes* In order to facilitate clear unobstructed footpath widths, utilities should 

preferably be located on the centre line of the footpath build-out zone, and 

aligned with trees, street lighting poles, other street furniture etc.  

 

Trees 

Notes:  

Type London Plane (Platanus x Hispanica) 

Height:  Advance Standard 

Girth:  TBC with DCC Parks Dept. 

Tree grille / cover: TBC with DCC Parks Dept. 

Tree pit size: TBC with DCC Parks Dept. 

 

Street Furniture 

Notes:  

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: As required, however street furniture, e.g. bicycle stands is preferred in lieu 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable  



21 

 

 

Block 1 

Park Lane 

Notes: The footpath is complete along western side of this street. Contemporary public lighting 

standards are installed.  Some Trees & Planters, street furniture (bicycle stands, bins etc) could be 

provided within the existing footpath width.  

 

Materials 

Notes: 

Footpath buildouts N/A 

Paving N/A 

Kerbs N/A 

Vehicular access 

over footpaths* 

N/A 

Car park spaces / 

loading bays* 

N/A 

Pedestrian crossings N/A 

Footpath Drainage*  N/A 

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* N/A 

Utility boxes* N/A 

 

Trees 

Notes: Trees & Planters to be provided within the existing footpath width where possible. 

Type Mixed broad leaf 

Height:  Advance Standard 

Girth:  TBC with DCC Parks Dept. 

Tree grille / cover: TBC with DCC Parks Dept. 

Tree pit size: TBC with DCC Parks Dept. 

 

Street Furniture 

Notes:  

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: N/A 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable   
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Block 1 

Mayor St. 

Notes: Public realm works are complete along this street. Contemporary public lighting standards 

are installed. Trees are planted. Street furniture (bicycle stands, etc) could be provided within the 

existing footpath width. 

 

Materials 

Notes: 

Footpath buildouts N/A 

Paving N/A 

Kerbs N/A 

Vehicular access 

over footpaths* 

N/A 

Car park spaces / 

loading bays* 

N/A 

Pedestrian crossings N/A 

Footpath Drainage*  N/A 

 

Services Locations 

Notes: 

Bicycle Stands: To be provided where space permits on footpath. The Roads& Traffic Dept. 

should be consulted with to confirm if any existing on-street carparking bays 

are to be converted into bays for cycle stands. 

Loading Bay* N/A 

Utility boxes* N/A 

 

Trees 

Notes:  

Type N/A 

Height:  N/A 

Girth:  N/A 

Tree grille / cover: N/A 

Tree pit size: N/A 

 

Street Furniture 

Notes:  

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: N/A 

Seating: One seat/bench minimum to be provided 

Bins: N/A 

*where applicable   
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Block 1 

Spencer Dock 

Notes: The Dockside is complete, however the Royal Canal Greenway cycle route will run in the 

vicinity. The Parks Dept. may propose landscaping works to the area.  

 

Materials 

Notes: 

Footpath buildouts N/A 

Paving N/A 

Kerbs N/A 

Vehicular access 

over footpaths* 

N/A 

Car park spaces / 

loading bays* 

N/A 

Pedestrian crossings N/A 

Footpath Drainage*  N/A 

 

Services Locations 

Notes: 

Bicycle Stands: N/A 

Disabled carparking: N/A 

Loading Bay* N/A 

Utility boxes* N/A 

 

Trees 

Notes:  

Type N/A 

Height:  N/A 

Girth:  N/A 

Tree grille / cover: N/A 

Tree pit size: N/A 

 

Street Furniture 

Notes 

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: N/A 

Seating: N/A 

Bins: N/A 

*where applicable   
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Block 2 

Sherriff St. Upper 

Notes: The road is elevated along its western end, hence trees may not be appropriate in some 

locations. Buses run along the street. It may be possible to provide additional carparking spaces 

along the eastern end of the street. Bus infrastructure may need to be provided to serve buses using 

the street. 

 

Materials 

Notes: 

Footpath buildouts Yes 

Paving Silver grey flame finished / bush-hammered granite, 600 x 600mm, staggered 

pattern 

Kerbs Silver grey flame finished / bush-hammered granite, 450mm wide 

Vehicular access 

over footpaths* 

Silver grey flame finished / bush-hammered granite setts, 200 x 100mm, 

staggered pattern, TBC with DCC Roads Maintenance Services 

Car park spaces / 

loading bays* 

Silver grey flame finished / bush-hammered granite setts, 200x100mm, 

staggered pattern, and  delineated by dropped kerbs 450mm wide to match 

footpaths, TBC with DCC Roads Maintenance Services 

Pedestrian crossings Tactile paving slabs 

Footpath Drainage*  Silver grey flame finished / bush-hammered granite, 300mm wide 12mm dish   

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* To be provided, where required.  

Utility boxes* In order to facilitate clear unobstructed footpath widths, utilities should 

preferably be located on the centre line of the footpath build-out zone, and 

aligned with trees, street lighting poles, other street furniture etc. 

 

Trees 

Notes:  

Type London Plane (Platanus x Hispanica)  

Height:  Advance Standard 

Girth:  TBC with DCC Parks Dept. 

Tree grille / cover: TBC with DCC Parks Dept. 

Tree pit size: TBC with DCC Parks Dept. 

 

Street Furniture 

Notes:  

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: As required, however street furniture, e.g. bicycle stands is preferred in lieu 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable   



25 

 

Block 2 

New Wapping St. 

Notes: Bus stops are present along the street. A Part 8 planning application may be made to provide 

cycle lanes along each side of the street, however this could result in there being insufficient space 

to provide footpath build-out zones. If cyclelanes are provided, then the existing trees planted within 

the footpaths should be retained, with new trees planted within the footpath where space permits. 

 

Materials 

Notes: 

Footpath buildouts Yes, however there may be insufficient space for them if cycle lanes are to be 

provided. 

Paving Silver grey flame finished / bush-hammered granite, 600 x 300mm, staggered 

pattern 

Kerbs Silver grey flame finished / bush-hammered granite, 300mm wide 

Vehicular access 

over footpaths* 

Silver grey flame finished / bush-hammered granite setts, 200 x 100mm, 

staggered pattern, TBC with DCC Roads Maintenance Services 

Car park spaces / 

loading bays* 

Silver grey flame finished granite / bush-hammered setts, 200x100mm, 

staggered pattern, and  delineated by dropped kerbs 300mm wide to match 

footpaths, TBC with DCC Roads Maintenance Services 

Pedestrian crossings Tactile paving slabs 

Footpath Drainage*  Silver grey flame finished / bush-hammered granite, 300mm wide 12mm dish    

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* To be provided, where required.  

Utility boxes* In order to facilitate clear unobstructed footpath widths, utilities should 

preferably be located on the centre line of the footpath build-out zone, and 

aligned with trees, street lighting poles, other street furniture etc.  

 

Trees 

Notes: Trees should be located at regular intervals on the centre line of the footpath build-out zone. 

Where it is not possible to provide footpath build-out zones, then the existing trees planted within 

the footpaths should be retained, with new trees located within the footpath where space permits.  

Type Mixed broad leaf 

Height:  Advance Standard 

Girth:  TBC with DCC Parks Dept. 

Tree grille / cover: TBC with DCC Parks Dept. 

Tree pit size: TBC with DCC Parks Dept. 

 

Street Furniture 

Notes: . 

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: As required, however street furniture, e.g. bicycle stands is preferred in lieu 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable 
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Block 2 

Mayor St. 

Notes: Some of the public realm works have already been implemented as part of the LUAS works, 

including street lighting, kerbs, tactile paving etc. Parking for residents only is provided along the 

eastern end of this street. A park (Station Park) is proposed to the western end of this street which is 

bisected by the LUAS station. Proposed landscaping works to the park may impact on public realm 

works along Mayor St. 

 

 

Materials 

Notes: 

Footpath buildouts N/A 

Paving Silver grey flame finished / bush-hammered granite, 600 x 600mm, staggered 

pattern 

Kerbs Existing to be retained or replaced with Silver grey flame finished granite, 

450mm wide 

Vehicular access 

over footpaths* 

Silver grey flame finished / bush-hammered granite setts, 200 x 100mm, 

staggered pattern, TBC with DCC Roads Maintenance Services 

Car park spaces / 

loading bays* 

Silver grey flame finished / bush-hammered granite setts, 200x100mm, 

staggered pattern, and  delineated by dropped kerbs 450mm wide to match 

footpaths, TBC with DCC Roads Maintenance Services 

Pedestrian crossings Tactile paving slabs 

Footpath Drainage*  Silver grey flame finished / bush-hammered granite, 300mm wide 12mm dish   

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* N/A 

Utility boxes* TBC 

 

Trees 

Notes: No trees are proposed along the north side of Mayor St. 

Type N/A 

Height:  N/A 

Girth:  N/A 

Tree grille / cover: N/A 

Tree pit size: N/A 

 

Street Furniture 

Notes:  

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: N/A 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable   
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Block 2 

Park Lane 

Notes: A park (Station Park) is proposed to the southern end of this street. Proposed landscaping 

works to the park may impact on public realm works along Park Lane. No trees are proposed along 

the eastern side of Park Lane. The existing kerbs could be retained or replaced. 

 

Materials 

Notes: 

Footpath buildouts Yes 

Paving Silver grey flame finished / bush-hammered granite, 600 x 300mm, staggered 

pattern 

Kerbs Existing to be retained or replaced with Silver grey flame finished / bush-

hammered granite, 300mm wide 

Vehicular access 

over footpaths* 

Silver grey flame finished / bush-hammered granite setts, 200 x 100mm, 

staggered pattern, TBC with DCC Roads Maintenance Services 

Car park spaces / 

loading bays* 

Silver grey flame finished / bush-hammered granite setts, 200x100mm, 

staggered pattern, and  delineated by dropped kerbs 300mm wide to match 

footpaths. TBC with DCC Roads Maintenance Services 

Pedestrian crossings Tactile paving slabs 

Footpath Drainage * Silver grey flame finished / bush-hammered granite, 300mm wide 12mm dish   

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* To be provided, where required.  

Utility boxes* In order to facilitate clear unobstructed footpath widths, utilities should 

preferably be located on the centre line of the footpath build-out zone, and 

aligned with trees, street lighting poles, other street furniture etc. 

 

Trees 

Notes: No trees are proposed along the east side of Park Lane 

Type N/A 

Height:  N/A 

Girth:  N/A 

Tree grille / cover: N/A 

Tree pit size: N/A 

 

Street Furniture 

Notes: . 

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: As required, however street furniture, e.g. bicycle stands is preferred in lieu 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable 
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Block 3 

Sherriff St. Upper 

Notes: Bus infrastructure may need to be provided to serve buses using the street. 

 

Materials 

Notes: 

Footpath buildouts Yes 

Paving Silver grey flame finished / bush-hammered granite, 600 x 600mm, staggered 

pattern 

Kerbs Silver grey flame finished / bush-hammered granite, 450mm wide 

Vehicular access 

over footpaths* 

Silver grey flame finished / bush-hammered granite setts, 200 x 100mm, 

staggered pattern, TBC with DCC Roads Maintenance Services 

Car park spaces / 

loading bays* 

Silver grey flame finished / bush-hammered granite setts, 200x100mm, 

staggered pattern, and  delineated by dropped kerbs 450mm wide to match 

footpaths, TBC with DCC Roads Maintenance Services 

Pedestrian crossings Tactile paving slabs 

Footpath Drainage*  Silver grey flame finished / bush-hammered granite, 300mm wide 12mm dish   

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* To be provided, where required.  

Utility boxes* In order to facilitate clear unobstructed footpath widths, utilities should 

preferably be located on the centre line of the footpath build-out zone, and 

aligned with trees, street lighting poles, other street furniture etc. 

 

Trees 

Notes:  

Type London Plane (Platanus x Hispanica)  

Height:  Advance Standard 

Girth:  TBC with DCC Parks Dept. 

Tree grille / cover: TBC with DCC Parks Dept. 

Tree pit size: TBC with DCC Parks Dept. 

 

Street Furniture 

Notes:  

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: As required, however street furniture, e.g. bicycle stands is preferred in lieu 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable 
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Block 3 

Castleforbes Road 

Notes: It is intended to reinstate cobbles along this street’s length, and to locate a wide planted strip 

(up to 4m in width along the west side of the street) which may contain SUDS. The Drainage Dept. of 

DCC should be consulted in this regard. A Part 8 planning permission may be required for works. 

 

Materials 

Notes: 

Footpath buildouts No, however if the wide planter strip is not provided then parking with build-

out zones should be provided. 

Paving Silver grey flame finished / bush-hammered granite, 600 x 300mm, staggered 

pattern 

Kerbs Silver grey flame finished / bush-hammered granite, 300mm wide 

Vehicular access 

over footpaths* 

Silver grey flame finished / bush-hammered granite setts, 200 x 100mm, 

staggered pattern, TBC with DCC Roads Maintenance Services 

Car park spaces / 

loading bays* 

If the wide planter strip is not provided, then Silver grey flame finished / 

bush-hammered granite setts, 200x100mm, staggered pattern, and  

delineated by dropped kerbs 300mm wide to match footpaths 

Pedestrian crossings Tactile paving slabs 

Footpath Drainage*  Silver grey flame finished / bush-hammered granite, 300mm wide 12mm dish   

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* To be provided, where required.  

Utility boxes* In order to facilitate clear unobstructed footpath widths, utilities should 

preferably be located on the centre line of the footpath build-out zone, and 

aligned with trees, street lighting poles, other street furniture etc. 

 

Trees 

Notes:  

Type Mixed broad leaf 

Height:  Advance Standard 

Girth:  TBC with DCC Parks Dept. 

Tree grille / cover: TBC with DCC Parks Dept. 

Tree pit size: TBC with DCC Parks Dept. 

 

Street Furniture 

Notes: If the wide planter strip is not provided,  then . 

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: As required, however street furniture, e.g. bicycle stands is preferred in lieu 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable 
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Block 3 

Mayor St. 

Notes: Some of the public realm works have already been implemented as part of the LUAS works, 

including street lighting, kerbs, tactile paving etc. Some onstreet parking is provided along the 

western end of this street.  

 

Materials 

Notes: 

Footpath buildouts N/A 

Paving Silver grey flame finished / bush-hammered granite, 600 x 600mm, staggered 

pattern 

Kerbs Existing to be retained or replaced with Silver grey flame finished / bush-

hammered granite, 450mm wide, staggered pattern 

Vehicular access 

over footpaths* 

Silver grey flame finished granite / bush-hammered setts, 200 x 100mm, 

staggered pattern, TBC with DCC Roads Maintenance Services 

Car park spaces / 

loading bays* 

Silver grey flame finished / bush-hammered granite setts, 200x100mm, 

staggered pattern, and  delineated by dropped kerbs 450mm wide to match 

footpaths, TBC with DCC Roads Maintenance Services 

Pedestrian crossings Tactile paving slabs 

Footpath Drainage*  Silver grey flame finished / bush-hammered granite, 300mm wide 12mm dish   

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* N/A 

Utility boxes* TBC 

 

Trees 

Notes: No trees are proposed along the north side of Mayor St. 

Type N/A 

Height:  N/A 

Girth:  N/A 

Tree grille / cover: N/A 

Tree pit size: N/A 

 

Street Furniture 

Notes:  

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: N/A 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable 

  



31 

 

Block 3 

New Wapping St. 

Notes: Bus stops are present along the street. A Part 8 planning application may be made to provide 

cycle lanes along each side of the street, however this could result in there being insufficient space 

to provide footpath build-out zones. If cyclelanes are provided, then the existing trees planted within 

the footpaths should be retained, with new trees planted within the footpath where space permits. 

 

Materials 

Notes: 

Footpath buildouts Yes, however there may be insufficient space for them if cycle lanes are to be 

provided. 

Paving Silver grey flame finished / bush-hammered granite, 600 x 300mm, staggered 

pattern 

Kerbs Silver grey flame finished / bush-hammered granite, 300mm wide 

Vehicular access 

over footpaths* 

Silver grey flame finished granite / bush-hammered setts, 200 x 100mm, 

staggered pattern, TBC with DCC Roads Maintenance Services 

Car park spaces / 

loading bays* 

Silver grey flame finished granite / bush-hammered setts, 200x100mm, 

staggered pattern, and  delineated by dropped kerbs 300mm wide to match 

footpaths, TBC with DCC Roads Maintenance Services 

Pedestrian crossings Tactile paving slabs 

Footpath Drainage*  Silver grey flame finished / bush-hammered granite, 300mm wide 12mm dish   

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* To be provided, where required.  

Utility boxes* In order to facilitate clear unobstructed footpath widths, utilities should 

preferably be located on the centre line of the footpath build-out zone, and 

aligned with trees, street lighting poles, other street furniture etc. 

 

Trees 

Notes: . Where it is not possible to provide footpath build-out zones, then the existing trees planted 

within the footpaths should be retained, with new trees planted within the footpath where space 

permits. 

Type Mixed broad leaf 

Height:  Advance Standard 

Girth:  TBC with DCC Parks Dept. 

Tree grille / cover: TBC with DCC Parks Dept. 

Tree pit size: TBC with DCC Parks Dept. 

 

Street Furniture 

Notes: . 

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: As required, however street furniture, e.g. bicycle stands is preferred in lieu 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 
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Block 4 

Sherriff St. Upper 

Notes: Buses run along this street. The eastern end of this street contains some non-standard stone 

paving which should be replaced. There appears to be some stepped private landings also in this 

area – further information should be sought to ascertain if this could be replaced. The existing 

granite kerbs outside the Liffey Enterprise Centre could be retained however, ideally the concrete 

paving should be replaced with granite. Bus infrastructure may need to be provided to serve buses 

using the street. 

 

 

 

Materials 

Notes: 

Footpath buildouts Yes 

Paving Silver grey flame finished / bush-hammered granite, 600 x 600mm, staggered 

pattern 

Kerbs Silver grey flame finished / bush-hammered granite, 450mm wide 

Vehicular access 

over footpaths* 

Silver grey flame finished / bush-hammered granite setts, 200 x 100mm, 

staggered pattern, TBC with DCC Roads Maintenance Services 

Car park spaces / 

loading bays* 

Silver grey flame finished / bush-hammered granite setts, 200x100mm, 

staggered pattern, and  delineated by dropped kerbs 450mm wide to match 

footpaths, TBC with DCC Roads Maintenance Services 

Pedestrian crossings Tactile paving slabs 

Footpath Drainage*  Silver grey flame finished / bush-hammered granite, 300mm wide 12mm dish   

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* To be provided, where required.  

Utility boxes* In order to facilitate clear unobstructed footpath widths, utilities should 

preferably be located on the centre line of the footpath build-out zone, and 

aligned with trees, street lighting poles, other street furniture etc. 

 

Trees 

Notes:  

Type London Plane (Platanus x Hispanica)  

Height:  Advance Standard 

Girth:  TBC with DCC Parks Dept. 

Tree grille / cover: TBC with DCC Parks Dept. 

Tree pit size: TBC with DCC Parks Dept. 

 

Street Furniture 

Notes:  

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: As required, however street furniture, e.g. bicycle stands is preferred in lieu 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable  
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Block 4 

New Road 

Notes: This new road has recently been completed and requires no further works 

 

Materials 

Notes: 

Footpath buildouts N/A 

Paving N/A 

Kerbs N/A 

Vehicular access 

over footpaths* 

N/A 

Car park spaces / 

loading bays* 

N/A 

Pedestrian crossings N/A 

Footpath Drainage*  N/A 

 

Services Locations 

Notes: 

Bicycle Stands: N/A 

Loading Bay* N/A 

Utility boxes* N/A 

 

Trees 

Notes:  

Type N/A 

Height:  N/A 

Girth:  N/A 

Tree grille / cover: N/A 

Tree pit size: N/A 

 

Street Furniture 

Notes:  

Street Lighting: N/A 

Bollards*: N/A 

Seating: N/A 

Bins: N/A 

*where applicable 
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Block 4 

Mayor St. 

Notes: Some of the public realm works have already been implemented as part of the LUAS works, 

including street lighting, kerbs, tactile paving etc. Some onstreet parking is provided along the 

western end of this street.  

 

Materials 

Notes: 

Footpath buildouts N/A 

Paving Silver grey flame finished / bush-hammered granite, 600 x 600mm, staggered 

pattern 

Kerbs Silver grey flame finished / bush-hammered granite, 450mm wide 

Vehicular access 

over footpaths* 

Silver grey flame finished / bush-hammered granite setts, 200 x 100mm, 

staggered pattern, TBC with DCC Roads Maintenance Services 

Car park spaces / 

loading bays* 

Silver grey flame finished / bush-hammered granite setts, 200x100mm, 

staggered pattern, and  delineated by dropped kerbs 450mm wide to match 

footpaths, TBC with DCC Roads Maintenance Services 

Pedestrian crossings Tactile paving slabs 

Footpath Drainage*  Silver grey flame finished / bush-hammered granite, 300mm wide 12mm dish   

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* N/A 

Utility boxes* TBC 

 

Trees 

Notes: No trees are proposed along the north side of Mayor St. 

Type N/A 

Height:  N/A 

Girth:  N/A 

Tree grille / cover: N/A 

Tree pit size: N/A 

 

Street Furniture 

Notes:  

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: N/A 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable 
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Block 4 

Castleforbes Road 

Notes: It is intended to reinstate cobbles along this street’s length, and to locate a wide planted strip 

(up to 4m in width along the west side of the street) which may contain SUDS. The Drainage Dept. of 

DCC should be consulted in this regard. A Part 8 planning permission may be required for works. 

 

Materials 

Notes: 

Footpath buildouts yes 

Paving Silver grey flame finished / bush-hammered granite, 600 x 300mm, staggered 

pattern 

Kerbs Silver grey flame finished / bush-hammered granite, 300mm wide 

Vehicular access 

over footpaths* 

Silver grey flame finished / bush-hammered granite setts, 200 x 100mm, 

staggered pattern, TBC with DCC Roads Maintenance Services 

Car park spaces / 

loading bays* 

Silver grey flame finished / bush-hammered granite setts, 200x100mm, 

staggered pattern, and  delineated by dropped kerbs 300mm wide to match 

footpaths, TBC with DCC Roads Maintenance Services 

Pedestrian crossings Tactile paving slabs 

Footpath Drainage*  Silver grey flame finished / bush-hammered granite, 300mm wide 12mm dish   

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* To be provided, where required.  

Utility boxes* In order to facilitate clear unobstructed footpath widths, utilities should 

preferably be located on the centre line of the footpath build-out zone, and 

aligned with trees, street lighting poles, other street furniture etc. 

 

Trees 

Notes: Existing trees should be relocated along the centre line of the footpath build-out zones. 

Type Mixed broad leaf 

Height:  Advance Standard 

Girth:  TBC with DCC Parks Dept. 

Tree grille / cover: TBC with DCC Parks Dept. 

Tree pit size: TBC with DCC Parks Dept. 

 

Street Furniture 

Notes: . 

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: As required, however street furniture, e.g. bicycle stands is preferred in lieu 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable 
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Block 5 

Sherriff St. Upper 

Notes: No onstreet car parking is provided along this section of the street, however this could be 

reviewed in consultation with DCC. Footpath buildout zones should be provided where possible. 

Much of the street is designed to facilitate car-parking to access/exit the Point Village Car Park. Bus 

infrastructure may need to be provided to serve buses using the street. 

 

Materials 

Notes: 

Footpath buildouts Yes 

Paving Silver grey flame finished / bush-hammered granite, 600 x 600mm, staggered 

pattern 

Kerbs Silver grey flame finished / bush-hammered granite, 450mm wide 

Vehicular access 

over footpaths* 

Silver grey flame finished / bush-hammered granite setts, 200 x 100mm, 

staggered pattern, TBC with DCC Roads Maintenance Services 

Car park spaces / 

loading bays* 

Silver grey flame finished / bush-hammered granite setts, 200x100mm, 

staggered pattern, and  delineated by dropped kerbs 450mm wide to match 

footpaths, TBC with DCC Roads Maintenance Services 

Pedestrian crossings Tactile paving slabs 

Footpath Drainage*  Silver grey flame finished / bush-hammered granite, 300mm wide 12mm dish   

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* To be provided, where required.  

Utility boxes* To be located at the build edge if no footpath build-out zones provided.  

 

Trees 

Notes:  

Type London Plane (Platanus x Hispanica)  

Height:  Advance Standard 

Girth:  TBC with DCC Parks Dept. 

Tree grille / cover: TBC with DCC Parks Dept. 

Tree pit size: TBC with DCC Parks Dept. 

 

Street Furniture 

Notes: , if provided. 

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: As required, however street furniture, e.g. bicycle stands is preferred in lieu 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable  
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Block 5 

East Wall Road 

Notes: A Part 8 planning permission has already been obtained for works to this road. It is not 

envisaged that any revised designs are required, except if it is proposed that the pavements along 

the eastern side of the road are extended into Dublin Port lands, to accommodate Dublin Port’s 

green network, or to improve connections to East Point Business Park with enhanced pedestrian and 

cycling facilities. 

 

Materials 

Notes: 

Footpath buildouts N/A 

Paving N/A 

Kerbs N/A 

Vehicular access 

over footpaths* 

N/A 

Car park spaces / 

loading bays* 

N/A 

Pedestrian crossings N/A 

Footpath Drainage*  N/A 

 

Services Locations 

Notes: 

Bicycle Stands: N/A 

Loading Bay* N/A 

Utility boxes* N/A 

 

Trees 

Notes:  

Type N/A 

Height:  N/A 

Girth:  N/A 

Tree grille / cover: N/A 

Tree pit size: N/A 

 

Street Furniture 

Notes:  

Street Lighting: N/A 

Bollards*: As required, however street furniture, e.g. bicycle stands is preferred in lieu 

Seating: N/A 

Bins: N/A 

*where applicable 
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Block 5 

Mayor St. / Point Square 

Notes: This area is in private ownership and is the subject of a planning application. 

 

Materials 

Notes: 

Footpath buildouts N/A 

Paving N/A 

Kerbs N/A 

Vehicular access 

over footpaths* 

N/A 

Car park spaces / 

loading bays* 

N/A 

Pedestrian crossings N/A 

Footpath Drainage*  N/A 

 

Services Locations 

Notes: 

Bicycle Stands: N/A 

Loading Bay* N/A 

Utility boxes* N/A 

 

Trees 

Notes:  

Type N/A 

Height:  N/A 

Girth:  N/A 

Tree grille / cover: N/A 

Tree pit size: N/A 

 

Street Furniture 

Notes:  

Street Lighting: N/A 

Bollards*: N/A 

Seating: N/A 

Bins: N/A 

*where applicable 
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Block 5 

New Road 

Notes: This new road has recently been completed and requires no further works 

 

Materials 

Notes: 

Footpath buildouts N/A 

Paving N/A 

Kerbs N/A 

Vehicular access 

over footpaths* 

N/A 

Car park spaces / 

loading bays* 

N/A 

Pedestrian crossings N/A 

Footpath Drainage*  N/A 

 

Services Locations 

Notes: 

Bicycle Stands: N/A 

Loading Bay* N/A 

Utility boxes* N/A 

 

Trees 

Notes:  

Type N/A 

Height:  N/A 

Girth:  N/A 

Tree grille / cover: N/A 

Tree pit size: N/A 

 

Street Furniture 

Notes:  

Street Lighting: N/A 

Bollards*: N/A 

Seating: N/A 

Bins: N/A 

*where applicable 
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Block 6 

Mayor St. 

Notes: Public realm works are complete along this street to the PWC building: Integrated street 

lighting with LUAS poles are installed. Trees are planted. Street furniture (bicycle stands, etc) could 

be provided within the existing footpath width. 

Public realm works to the rear of the National Conference Centre are not complete however. The 

tables below refer to public realm works in this area. 

 

Materials 

Notes: 

Footpath buildouts N/A 

Paving Silver grey flame finished / bush-hammered granite, 600 x 600mm, staggered 

pattern 

Kerbs Silver grey flame finished / bush-hammered granite, 450mm wide 

Vehicular access 

over footpaths* 

Silver grey flame finished / bush-hammered granite setts, 200 x 100mm, 

staggered pattern, TBC with DCC Roads Maintenance Services 

Car park spaces / 

loading bays* 

Silver grey flame finished / bush-hammered granite setts, 200x100mm, 

staggered pattern, and  delineated by dropped kerbs 450mm wide to match 

footpaths, TBC with DCC Roads Maintenance Services 

Pedestrian crossings Tactile paving slabs 

Footpath Drainage*  Silver grey flame finished / bush-hammered granite, 300mm wide 12mm dish   

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* N/A 

Utility boxes* N/A 

 

Trees 

Notes: Trees to match those located outside the PWC building 

Type To match those located outside the PWC building 

Height:  To match those located outside the PWC building 

Girth:  To match those located outside the PWC building 

Tree grille / cover: To match those located outside the PWC building 

Tree pit size: To match those located outside the PWC building 

 

Street Furniture 

Notes:  

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: As required, however street furniture, e.g. bicycle stands is preferred in lieu 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable  

  



41 

 

Block 6 

Park Lane 

Notes: The footpath is complete along western side of this street. Contemporary public lighting 

standards are installed.  Some trees & planters, street furniture (bicycle stands, bins etc) could be 

provided within the existing footpath width.  

 

Materials 

Notes: 

Footpath buildouts N/A 

Paving N/A 

Kerbs N/A 

Vehicular access 

over footpaths* 

N/A 

Car park spaces / 

loading bays* 

N/A 

Pedestrian crossings N/A 

Footpath Drainage*  N/A 

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* N/A 

Utility boxes* N/A 

 

Trees 

Notes:  

Type Mixed broad leaf 

Height:  Advance Standard 

Girth:  TBC with DCC Parks Dept. 

Tree grille / cover: TBC with DCC Parks Dept. 

Tree pit size: TBC with DCC Parks Dept. 

 

Street Furniture 

Notes:  

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: N/A 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable  
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Block 6 

North Wall Quay 

Notes: The footpath is complete along this street. Contemporary public lighting standards are 

installed.  Some street furniture (bicycle stands, bins etc) could be provided within the existing 

footpath width.  Tree planting should be provided at some stage to provide a continuous line of 

trees in the footpaths in front of the buildings along North Wall Quay 

 

Materials 

Notes: 

Footpath buildouts N/A 

Paving N/A 

Kerbs N/A 

Vehicular access 

over footpaths* 

N/A 

Car park spaces / 

loading bays* 

N/A 

Pedestrian crossings N/A 

Footpath Drainage*  N/A 

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* N/A 

Utility boxes* N/A 

 

Trees 

Notes: Trees should be planted at regular intervals preferably along the centre line of the build out 

zones to provide a continuous line in front of the buildings along North Wall Quay. 

Type London Plane (Platanus x Hispanica)  

Height:  Advance Standard 

Girth:  TBC with DCC Parks Dept. 

Tree grille / cover: TBC with DCC Parks Dept. 

Tree pit size: TBC with DCC Parks Dept. 

 

Street Furniture 

Notes:  

Street Lighting: N/A 

Bollards*: As required, however street furniture, e.g. bicycle stands is preferred in lieu 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable  
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Block 6 

Spencer Dock 

Notes: The Dockside is complete, however the Royal Canal Greenway cycle route will run in the 

vicinity. The Parks Dept. may propose landscaping works to the area.  

 

 

Materials 

Notes: 

Footpath buildouts N/A 

Paving N/A 

Kerbs N/A 

Vehicular access 

over footpaths* 

N/A 

Car park spaces / 

loading bays* 

N/A 

Pedestrian crossings N/A 

Footpath Drainage*  N/A 

 

Services Locations 

Notes: 

Bicycle Stands: N/A 

Loading Bay* N/A 

Utility boxes* N/A 

 

Trees 

Notes:  

Type N/A 

Height:  N/A 

Girth:  N/A 

Tree grille / cover: N/A 

Tree pit size: N/A 

 

Street Furniture 

Notes 

Street Lighting: N/A 

Bollards*: N/A 

Seating: N/A 

Bins: N/A 

*where applicable   
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Block 7 

Mayor St. 

Notes: Some of the public realm works have already been implemented as part of the LUAS works, 

including street lighting, kerbs, tactile paving etc. A park (Station Park) is proposed to the western 

end of this street which is bisected by the LUAS station. Proposed landscaping works to the park may 

impact on public realm works along Mayor St. 

 

Materials 

Notes: 

Footpath buildouts N/A 

Paving Silver grey flame finished / bush-hammered granite, 600 x 600mm, staggered 

pattern 

Kerbs Existing to be retained or replaced with Silver grey flame finished / bush-

hammered granite, 450mm wide 

Vehicular access 

over footpaths* 

Silver grey flame finished / bush-hammered granite setts, 200 x 100mm, 

staggered pattern, TBC with DCC Roads Maintenance Services 

Car park spaces / 

loading bays* 

Silver grey flame finished / bush-hammered granite setts, 200x100mm, 

staggered pattern, and  delineated by dropped kerbs 450mm wide to match 

footpaths, TBC with DCC Roads Maintenance Services 

Pedestrian crossings Tactile paving slabs 

Footpath Drainage*  Silver grey flame finished / bush-hammered granite, 300mm wide 12mm dish   

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* N/A 

Utility boxes* TBC 

 

Trees 

Notes: Trees to be provided at regular intervals in the footpath in agreement with TII. GPR survey to 

be undertaken 

Type London Plane (Platanus x Hispanica)  

Height:  Advance Standard 

Girth:  TBC with DCC Parks Dept. 

Tree grille / cover: TBC with DCC Parks Dept. 

Tree pit size: TBC with DCC Parks Dept. 

 

Street Furniture 

Notes:  

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: N/A 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable   
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Block 7 

New Wapping St. 

Notes: Bus stops are present along the street. A Part 8 planning application may be made to provide 

cycle lanes along each side of the street, however this could result in there being insufficient space 

to provide footpath build-out zones. If cyclelanes are provided, then the existing trees planted within 

the footpaths should be retained, with new trees planted within the footpath where space permits. 

 

Materials 

Notes: 

Footpath buildouts Yes, however there may be insufficient space for them if cycle lanes are to be 

provided. 

Paving Silver grey flame finished / bush-hammered granite, 600 x 300mm, staggered 

pattern 

Kerbs Silver grey flame finished / bush-hammered granite, 300mm wide 

Vehicular access 

over footpaths* 

Silver grey flame finished / bush-hammered granite setts, 200 x 100mm, 

staggered pattern, TBC with DCC Roads Maintenance Services 

Car park spaces / 

loading bays* 

Silver grey flame finished granite / bush-hammered setts, 200x100mm, 

staggered pattern, and  delineated by dropped kerbs 300mm wide to match 

footpaths, TBC with DCC Roads Maintenance Services 

Pedestrian crossings Tactile paving slabs 

Footpath Drainage*  Silver grey flame finished / bush-hammered granite, 300mm wide 12mm dish   

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* To be provided, where required. 

Utility boxes* In order to facilitate clear unobstructed footpath widths, utilities should 

preferably be located on the centre line of the footpath build-out zone, and 

aligned with trees, street lighting poles, other street furniture etc. 

 

Trees 

Notes: Trees should be located at regular intervals preferably along the centre line of the footpath 

build-out zone. Where it is not possible to provide footpath build-out zones, then new trees should 

be located within the footpath where space permits. 

Type Mixed broad leaf 

Height:  Advance Standard 

Girth:  TBC with DCC Parks Dept. 

Tree grille / cover: TBC with DCC Parks Dept. 

Tree pit size: TBC with DCC Parks Dept. 

 

Street Furniture 

Notes: . 

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: As required, however street furniture, e.g. bicycle stands is preferred in lieu 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable 
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Block 7 

New Wapping St. 

Notes: There is a bus stop on this street. Tree planting should provide a continuous line of trees in 

the footpaths in front of the buildings along North Wall Quay. 

 

Materials 

Notes: 

Footpath buildouts Yes 

Paving Silver grey flame finished / bush-hammered granite, 600 x 600mm, staggered 

pattern 

Kerbs Silver grey flame finished / bush-hammered granite, 450mm wide 

Vehicular access 

over footpaths* 

Silver grey flame finished / bush-hammered granite setts, 200 x 100mm, 

staggered pattern, TBC with DCC Roads Maintenance Services 

Car park spaces / 

loading bays* 

Silver grey flame finished / bush-hammered granite setts, 200x100mm, 

staggered pattern, and  delineated by dropped kerbs 450mm wide to match 

footpaths, TBC with DCC Roads Maintenance Services 

Pedestrian crossings Tactile paving slabs 

Footpath Drainage*  Silver grey flame finished / bush-hammered granite, 300mm wide 12mm dish   

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* To be provided, where required. 

Utility boxes* In order to facilitate clear unobstructed footpath widths, utilities should 

preferably be located on the centre line of the footpath build-out zone, and 

aligned with trees, street lighting poles, other street furniture etc. 

 

Trees 

Notes: Trees are not to be planted in front of protected structures. Elsewhere, Trees should be 

planted at regular intervals preferably along the centre line of the build out zones to provide a 

continuous line in front of the buildings along North Wall Quay. 

Type London Plane (Platanus x Hispanica)  

Height:  Advance Standard 

Girth:  TBC with DCC Parks Dept. 

Tree grille / cover: TBC with DCC Parks Dept. 

Tree pit size: TBC with DCC Parks Dept. 

 

Street Furniture 

Notes:  

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: As required, however street furniture, e.g. bicycle stands is preferred in lieu 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable  
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Block 7 

Park Lane 

Notes: A park (Station Park) is proposed to the northen end of this street. Proposed landscaping 

works to the park may impact on public realm works along Park Lane. No trees are proposed along 

the eastern side of Park Lane. The existing kerbs could be retained or replaced. 

 

Materials 

Notes: 

Footpath buildouts Yes 

Paving Silver grey flame finished / bush-hammered granite, 600 x 300mm, staggered 

pattern 

Kerbs Existing to be retained or replaced with Silver grey flame finished / bush-

hammered granite, 300mm wide 

Vehicular access 

over footpaths* 

Silver grey flame finished / bush-hammered granite setts, 200 x 100mm, 

staggered pattern, TBC with DCC Roads Maintenance Services 

Car park spaces / 

loading bays* 

Silver grey flame finished / bush-hammered granite setts, 200x100mm, 

staggered pattern, and  delineated by dropped kerbs 300mm wide to match 

footpaths, TBC with DCC Roads Maintenance Services 

Pedestrian crossings Tactile paving slabs 

Footpath Drainage * Silver grey flame finished / bush-hammered granite, 300mm wide 12mm dish   

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* To be provided, where required. 

Utility boxes* In order to facilitate clear unobstructed footpath widths, utilities should 

preferably be located on the centre line of the footpath build-out zone, and 

aligned with trees, street lighting poles, other street furniture etc. 

 

Trees 

Notes: No trees are proposed along the east side of Park Lane 

Type N/A 

Height:  N/A 

Girth:  N/A 

Tree grille / cover: N/A 

Tree pit size: N/A 

 

Street Furniture 

Notes: . 

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: As required, however street furniture, e.g. bicycle stands is preferred in lieu 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable 
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Block 8 

Mayor St. 

Notes: Some of the public realm works have already been implemented as part of the LUAS works, 

including street lighting, kerbs, tactile paving etc.  

 

Materials 

Notes: 

Footpath buildouts N/A 

Paving Silver grey flame finished / bush-hammered granite, 600 x 600mm, staggered 

pattern 

Kerbs Existing to be retained or replaced with Silver grey flame finished / bush-

hammered granite, 450mm wide 

Vehicular access 

over footpaths* 

Silver grey flame finished / bush-hammered granite setts, 200 x 100mm, 

staggered pattern, TBC with DCC Roads Maintenance Services 

Car park spaces / 

loading bays* 

Silver grey flame finished / bush-hammered granite setts, 200x100mm, 

staggered pattern, and  delineated by dropped kerbs 450mm wide to match 

footpaths, TBC with DCC Roads Maintenance Services 

Pedestrian crossings Tactile paving slabs 

Footpath Drainage*  Silver grey flame finished / bush-hammered granite, 300mm wide 12mm dish   

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* N/A 

Utility boxes* TBC 

 

Trees 

Notes: Trees to be provided at regular intervals along the footpath in agreement with TII. GPR survey 

to be undertaken 

Type London Plane (Platanus x Hispanica)  

Height:  Advance Standard 

Girth:  TBC with DCC Parks Dept. 

Tree grille / cover: TBC with DCC Parks Dept. 

Tree pit size: TBC with DCC Parks Dept. 

 

Street Furniture 

Notes:  

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: N/A 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable 
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Block 8 

Castleforbes Road 

Notes: It is intended to reinstate cobbles along this street’s length, and to locate a wide planted strip 

(up to 4m in width along the west side of the street) which may contain SUDS. The Drainage Dept. of 

DCC should be consulted in this regard. A Part 8 planning permission may be required for works. 

 

Materials 

Notes: 

Footpath buildouts No, however if the wide planter strip is not provided then parking with build-

out zones should be provided. 

Paving Silver grey flame finished / bush-hammered granite, 600 x 300mm, staggered 

pattern 

Kerbs Silver grey flame finished / bush-hammered granite, 300mm wide 

Vehicular access 

over footpaths* 

Silver grey flame finished / bush-hammered granite setts, 200 x 100mm, 

staggered pattern, TBC with DCC Roads Maintenance Services 

Car park spaces / 

loading bays* 

If the wide planter strip is not provided, Silver grey flame finished / bush-

hammered granite setts, 200x100mm, staggered pattern, and  delineated by 

dropped kerbs 300mm wide to match footpaths, TBC with DCC Roads 

Maintenance Services 

Pedestrian crossings Tactile paving slabs 

Footpath Drainage*  Silver grey flame finished / bush-hammered granite, 300mm wide 12mm dish   

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* To be provided, where required. 

Utility boxes* To be located within the wide planter strip, or in the footpath build-out zone. 

Utilities should be located on the centre line of the footpath build-out zone, 

and aligned with trees & planters, street lighting poles, other street furniture 

etc.  

 

Trees 

Notes: If the wide planter strip is not provided, then trees should be located at regular intervals 

preferably along the centre line of the footpath build-out zone.  

Type Mixed broad leaf 

Height:  Advance Standard 

Girth:  TBC with DCC Parks Dept. 

Tree grille / cover: TBC with DCC Parks Dept. 

Tree pit size: TBC with DCC Parks Dept. 

 

Street Furniture 

Notes: If the wide planter strip is not provided, then . 

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: As required, however street furniture, e.g. bicycle stands is preferred in lieu 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable 
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Block 8 

North Wall Quay 

Notes: The footpath is complete along some of this street. Contemporary public lighting standards 

are installed.  Some street furniture (bicycle stands, bins etc) could be provided within the existing 

footpath width.  Tree planting should provide a continuous line of trees in the footpaths in front of 

the buildings along North Wall Quay. Bus infrastructure may need to be provided to serve buses 

using the street. 

 

Materials 

Notes: 

Footpath buildouts Yes 

Paving Silver grey flame finished / bush-hammered granite, 600 x 600mm, staggered 

pattern 

Kerbs Silver grey flame finished / bush-hammered granite, 450mm wide 

Vehicular access 

over footpaths* 

Silver grey flame finished / bush-hammered granite setts, 200 x 100mm, 

staggered pattern, TBC with DCC Roads Maintenance Services 

Car park spaces / 

loading bays* 

Silver grey flame finished / bush-hammered granite setts, 200x100mm, 

staggered pattern, and  delineated by dropped kerbs 450mm wide to match 

footpaths, TBC with DCC Roads Maintenance Services 

Pedestrian crossings Tactile paving slabs 

Footpath Drainage*  Silver grey flame finished / bush-hammered granite, 300mm wide 12mm dish   

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* To be provided, where required.  

Utility boxes* In order to facilitate clear unobstructed footpath widths, utilities should 

preferably be located on the centre line of the footpath build-out zone, and 

aligned with trees, street lighting poles, other street furniture etc. 

 

Trees 

Notes: Trees are not to be planted in front of protected structures. Elsewhere, Trees should be 

planted at regular intervals preferably along the centre line of the build out zones to provide a 

continuous line in front of the buildings along North Wall Quay. 

Type London Plane (Platanus x Hispanica)  

Height:  Advance Standard 

Girth:  TBC with DCC Parks Dept. 

Tree grille / cover: TBC with DCC Parks Dept. 

Tree pit size: TBC with DCC Parks Dept. 

 

Street Furniture 

Notes:  

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: As required, however street furniture, e.g. bicycle stands is preferred in lieu 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable   
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Block 8 

New Wapping St. 

Notes: Bus stops are present along the street. A Part 8 planning application may be made to provide 

cycle lanes along each side of the street, however this could result in there being insufficient space 

to provide footpath build-out zones. If cyclelanes are provided, then the existing trees planted within 

the footpaths should be retained, with new trees planted within the footpath where space permits. 

 

Materials 

Notes: 

Footpath buildouts Yes, however there may be insufficient space for them if cycle lanes are to be 

provided. 

Paving Silver grey flame finished / bush-hammered granite, 600 x 300mm, staggered 

pattern 

Kerbs Silver grey flame finished / bush-hammered granite, 300mm wide 

Vehicular access 

over footpaths* 

Silver grey flame finished / bush-hammered granite setts, 200 x 100mm, 

staggered pattern, TBC with DCC Roads Maintenance Services 

Car park spaces / 

loading bays* 

Silver grey flame finished / bush-hammered granite setts, 200x100mm, 

staggered pattern, and  delineated by dropped kerbs 300mm wide to match 

footpaths, TBC with DCC Roads Maintenance Services 

Pedestrian crossings Tactile paving slabs 

Footpath Drainage*  Silver grey flame finished / bush-hammered granite, 300mm wide 12mm dish   

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* To be provided, where required.  

Utility boxes* In order to facilitate clear unobstructed footpath widths, utilities should 

preferably be located on the centre line of the footpath build-out zone, and 

aligned with trees, street lighting poles, other street furniture etc. 

 

Trees 

Notes: Where it is not possible to provide footpath build-out zones then new trees should be 

planted within the footpath where space permits. 

Type Mixed broad leaf 

Height:  Advance Standard 

Girth:  TBC with DCC Parks Dept. 

Tree grille / cover: TBC with DCC Parks Dept. 

Tree pit size: TBC with DCC Parks Dept. 

 

Street Furniture 

Notes: . 

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: As required, however street furniture, e.g. bicycle stands is preferred in lieu 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable 
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Block 9 

Mayor St. 

Notes: Some of the public realm works have already been implemented as part of the LUAS works, 

including street lighting, kerbs, tactile paving etc.  

 

Materials 

Notes: 

Footpath buildouts N/A 

Paving Silver grey flame finished / bush-hammered granite, 600 x 600mm, staggered 

pattern 

Kerbs Existing to be retained or replaced with Silver grey flame finished / bush-

hammered granite, 450mm wide 

Vehicular access 

over footpaths* 

Silver grey flame finished / bush-hammered granite setts, 200 x 100mm, 

staggered pattern, TBC with DCC Roads Maintenance Services 

Car park spaces / 

loading bays* 

Silver grey flame finished / bush-hammered granite setts, 200x100mm, 

staggered pattern, and  delineated by dropped kerbs 450mm wide to match 

footpaths, TBC with DCC Roads Maintenance Services 

Pedestrian crossings Tactile paving slabs 

Footpath Drainage*  Silver grey flame finished / bush-hammered granite, 300mm wide 12mm dish   

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* N/A 

Utility boxes* TBC 

 

Trees 

Notes: Trees to be provided at regular intervals along the footpath in agreement with TII. GPR survey 

to be undertaken 

Type London Plane (Platanus x Hispanica)  

Height:  Advance Standard 

Girth:  TBC with DCC Parks Dept. 

Tree grille / cover: TBC with DCC Parks Dept. 

Tree pit size: TBC with DCC Parks Dept. 

 

Street Furniture 

Notes:  

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: N/A 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable 
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Block 9 

North Wall Avenue 

Notes: This new road has recently been completed and requires no further works 

 

Materials 

Notes: 

Footpath buildouts N/A 

Paving N/A 

Kerbs N/A 

Vehicular access 

over footpaths* 

N/A 

Car park spaces / 

loading bays* 

N/A 

Pedestrian crossings N/A 

Footpath Drainage*  N/A 

 

Services Locations 

Notes: 

Bicycle Stands: N/A 

Loading Bay* N/A 

Utility boxes* N/A 

 

Trees 

Notes:  

Type N/A 

Height:  N/A 

Girth:  N/A 

Tree grille / cover: N/A 

Tree pit size: N/A 

 

Street Furniture 

Notes:  

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: N/A 

Seating: N/A 

Bins: N/A 

*where applicable 
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Block 9 

North Wall Quay 

Notes: Tree planting should provide a continuous line of trees in the footpaths in front of the 

buildings along North Wall Quay. Bus infrastructure may need to be provided to serve buses using 

the street. 

 

Materials 

Notes: 

Footpath buildouts Yes 

Paving Silver grey flame finished / bush-hammered granite, 600 x 600mm, staggered 

pattern 

Kerbs Silver grey flame finished / bush-hammered granite, 450mm wide 

Vehicular access 

over footpaths* 

Silver grey flame finished / bush-hammered granite setts, 200 x 100mm, 

staggered pattern, TBC with DCC Roads Maintenance Services 

Car park spaces / 

loading bays* 

Silver grey flame finished / bush-hammered granite setts, 200x100mm, 

staggered pattern, and  delineated by dropped kerbs 450mm wide to match 

footpaths, TBC with DCC Roads Maintenance Services 

Pedestrian crossings Tactile paving slabs 

Footpath Drainage*  Silver grey flame finished / bush-hammered granite, 300mm wide 12mm dish   

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* To be provided, where required.  

Utility boxes* In order to facilitate clear unobstructed footpath widths, utilities should 

preferably be located on the centre line of the footpath build-out zone, and 

aligned with trees, street lighting poles, other street furniture etc. 

 

Trees 

Notes: Trees should be planted at regular intervals preferably along the centre line of the build out 

zones to provide a continuous line in front of the buildings along North Wall Quay. 

Type London Plane (Platanus x Hispanica)  

Height:  Advance Standard 

Girth:  TBC with DCC Parks Dept. 

Tree grille / cover: TBC with DCC Parks Dept. 

Tree pit size: TBC with DCC Parks Dept. 

 

Street Furniture 

Notes:  

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: As required, however street furniture, e.g. bicycle stands is preferred in lieu 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable  
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Block 9 

Castleforbes Road 

Notes: It is intended to reinstate cobbles along this street’s length, and to locate a wide planted strip 

(up to 4m in width along the west side of the street) which may contain SUDS. The Drainage Dept. of 

DCC should be consulted in this regard. A Part 8 planning permission may be required for works. 

 

Materials 

Notes: 

Footpath buildouts Yes 

Paving Silver grey flame finished / bush-hammered granite, 600 x 300mm, staggered 

pattern 

Kerbs Silver grey flame finished / bush-hammered granite, 300mm wide 

Vehicular access 

over footpaths* 

Silver grey flame finished / bush-hammered granite setts, 200 x 100mm, 

staggered pattern, TBC with DCC Roads Maintenance Services 

Car park spaces / 

loading bays* 

Silver grey flame finished / bush-hammered granite setts, 200x100mm, 

staggered pattern, and  delineated by dropped kerbs 300mm wide to match 

footpaths, TBC with DCC Roads Maintenance Services 

Pedestrian crossings Tactile paving slabs 

Footpath Drainage*  Silver grey flame finished / bush-hammered granite, 300mm wide 12mm dish   

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* To be provided, where required.  

Utility boxes* In order to facilitate clear unobstructed footpath widths, utilities should 

preferably be located on the centre line of the footpath build-out zone, and 

aligned with trees, street lighting poles, other street furniture etc. 

 

Trees 

Notes:  

Type Mixed broad leaf 

Height:  Advance Standard 

Girth:  TBC with DCC Parks Dept. 

Tree grille / cover: TBC with DCC Parks Dept. 

Tree pit size: TBC with DCC Parks Dept. 

 

Street Furniture 

Notes: . 

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: As required, however street furniture, e.g. bicycle stands is preferred in lieu 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable 
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Block 10 

Mayor St. / Point Square 

Notes: This area is in private ownership and is the subject of a planning application. 

 

Materials 

Notes: 

Footpath buildouts N/A 

Paving N/A 

Kerbs N/A 

Vehicular access 

over footpaths* 

N/A 

Car park spaces / 

loading bays* 

N/A 

Pedestrian crossings N/A 

Footpath Drainage*  N/A 

 

Services Locations 

Notes: 

Bicycle Stands: N/A 

Loading Bay* N/A 

Utility boxes* N/A 

 

Trees 

Notes:  

Type N/A 

Height:  N/A 

Girth:  N/A 

Tree grille / cover: N/A 

Tree pit size: N/A 

 

Street Furniture 

Notes:  

Street Lighting: N/A 

Bollards*: N/A 

Seating: N/A 

Bins: N/A 

*where applicable 
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Block 10 

East Wall Road 

Notes: A Part 8 planning permission has already been obtained for works to this road. It is not 

envisaged that any revised designs are required, except if it is proposed that the pavements along 

the eastern side of the road are extended into Dublin Port lands, to accommodate Dublin Port’s 

green network, or to improve connections to East Point Business Park with enhanced pedestrian and 

cycling facilities. 

 

Materials 

Notes: 

Footpath buildouts N/A 

Paving N/A 

Kerbs N/A 

Vehicular access 

over footpaths* 

N/A 

Car park spaces / 

loading bays* 

N/A 

Pedestrian crossings N/A 

Footpath Drainage*  N/A 

 

Services Locations 

Notes: 

Bicycle Stands: N/A 

Loading Bay* N/A 

Utility boxes* N/A 

 

Trees 

Notes:  

Type N/A 

Height:  N/A 

Girth:  N/A 

Tree grille / cover: N/A 

Tree pit size: N/A 

 

Street Furniture 

Notes:  

Street Lighting: N/A 

Bollards*: N/A 

Seating: N/A 

Bins: N/A 

*where applicable 
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Block 10 

North Wall Quay 

Notes: Tree planting should provide a continuous line of trees in the footpaths in front of the 

buildings along North Wall Quay. Bus infrastructure may need to be provided to serve buses using 

the street. 

 

Materials 

Notes: 

Footpath buildouts Yes 

Paving Silver grey flame finished / bush-hammered granite, 600 x 600mm, staggered 

pattern 

Kerbs Silver grey flame finished / bush-hammered granite, 450mm wide 

Vehicular access 

over footpaths* 

Silver grey flame finished / bush-hammered granite setts, 200 x 100mm, 

staggered pattern, TBC with DCC Roads Maintenance Services 

Car park spaces / 

loading bays* 

Silver grey flame finished / bush-hammered granite setts, 200x100mm, 

staggered pattern, and  delineated by dropped kerbs 450mm wide to match 

footpaths, TBC with DCC Roads Maintenance Services 

Pedestrian crossings Tactile paving slabs 

Footpath Drainage*  Silver grey flame finished / bush-hammered granite, 300mm wide 12mm dish   

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* To be provided, where required.  

Utility boxes* In order to facilitate clear unobstructed footpath widths, utilities should 

preferably be located on the centre line of the footpath build-out zone, and 

aligned with trees, street lighting poles, other street furniture etc. 

 

Trees 

Notes: Trees are not to be planted in front of protected structures. Elsewhere, Trees should be 

planted at regular intervals preferably along the centre line of the build out zones to provide a 

continuous line in front of the buildings along North Wall Quay. 

Type London Plane (Platanus x Hispanica)  

Height:  Advance Standard 

Girth:  TBC with DCC Parks Dept. 

Tree grille / cover: TBC with DCC Parks Dept. 

Tree pit size: TBC with DCC Parks Dept. 

 

Street Furniture 

Notes:  

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: As required, however street furniture, e.g. bicycle stands is preferred in lieu 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable  
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Block 10 

New Road 

Notes: This new road has recently been completed and requires no further works 

 

Materials 

Notes: 

Footpath buildouts N/A 

Paving N/A 

Kerbs N/A 

Vehicular access 

over footpaths* 

N/A 

Car park spaces / 

loading bays* 

N/A 

Pedestrian crossings N/A 

Footpath Drainage*  N/A 

 

Services Locations 

Notes: 

Bicycle Stands: N/A 

Loading Bay* N/A 

Utility boxes* N/A 

 

Trees 

Notes:  

Type N/A 

Height:  N/A 

Girth:  N/A 

Tree grille / cover: N/A 

Tree pit size: N/A 

 

Street Furniture 

Notes:  

Street Lighting: N/A 

Bollards*: N/A 

Seating: N/A 

Bins: N/A 

*where applicable 
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Block 11 

Sir John Rogerson’s Quay 

Notes: The eastern end of this block has been completed out with some footpath built out zones, 

containing some bicycle stands etc. Consideration could be given to providing some tree planting or 

planters in these footpath built out zones together with some additional street furniture such as 

benches, bins etc. Tree planting should provide a continuous line of trees in the footpaths in front of 

the buildings along Sir John Rogerson’s Quay. Paving is generally concrete flags with granite kerbs 

and some setts located in front of driveway areas over footpaths. There is a bus stop on this street.  

A Part 8 permission may be prepared for works to the quayside to include for the Liffey Cycleway.  

 

Materials 

Notes: 

Footpath buildouts Yes 

Paving Silver grey flame finished / bush-hammered granite, 600 x 600mm, staggered 

pattern 

Kerbs Silver grey flame finished / bush-hammered granite, 450mm wide 

Vehicular access 

over footpaths* 

Silver grey flame finished / bush-hammered granite setts, 200 x 100mm, 

staggered pattern, TBC with DCC Roads Maintenance Services 

Car park spaces / 

loading bays* 

Silver grey flame finished / bush-hammered granite setts, 200x100mm, 

staggered pattern, and  delineated by dropped kerbs 450mm wide to match 

footpaths, TBC with DCC Roads Maintenance Services 

Pedestrian crossings Tactile paving slabs 

Footpath Drainage*  Silver grey flame finished / bush-hammered granite, 300mm wide 12mm dish   

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* To be provided, where required.  

Utility boxes* In order to facilitate clear unobstructed footpath widths, utilities should 

preferably be located on the centre line of the footpath build-out zone, and 

aligned with trees, street lighting poles, other street furniture etc.  

 

Trees 

Notes: Trees are not to be planted in front of protected structures. Elsewhere, Trees should be 

planted at regular intervals preferably along the centre line of the build out zones to provide a 

continuous line in front of the buildings along Sir John Rogerson’s Quay. 

Type London Plane (Platanus x Hispanica)  

Height:  Advance Standard 

Girth:  TBC with DCC Parks Dept. 

Tree grille / cover: TBC with DCC Parks Dept. 

Tree pit size: TBC with DCC Parks Dept. 

 

Street Furniture 

Notes:  

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: As required, however street furniture, e.g. bicycle stands is preferred in lieu 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 
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Block 11 

Cardiff Lane 

Notes: The existing footpath is generally paved with concrete flags with a granite kerb. Some new 

footpath build out zones could be located between some of the existing car parking spaces, taxi 

ranks and loading bays located at the northern end of the street. . A Part 8 planning application may 

be made to provide cycle lanes along each side of the street, however this could result in there being 

insufficient space to provide footpath build-out zones. Bus infrastructure may need to be provided 

to serve buses using the street. 

 

Materials 

Notes: 

Footpath buildouts Yes 

Paving Silver grey flame finished / bush-hammered granite, 600 x 300mm, staggered 

pattern 

Kerbs Silver grey flame finished / bush-hammered granite, 300mm wide 

Vehicular access 

over footpaths* 

Silver grey flame finished / bush-hammered granite setts, 200 x 100mm, 

staggered pattern, TBC with DCC Roads Maintenance Services 

Car park spaces / 

loading bays* 

Silver grey flame finished / bush-hammered granite setts, 200x100mm, 

staggered pattern, and  delineated by dropped kerbs 300mm wide to match 

footpaths, TBC with DCC Roads Maintenance Services 

Pedestrian crossings Tactile paving slabs 

Footpath Drainage*  Silver grey flame finished / bush-hammered granite, 300mm wide 12mm dish   

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* To be provided, where required.  

Utility boxes* In order to facilitate clear unobstructed footpath widths, utilities should 

preferably be located on the centre line of the footpath build-out zone, and 

aligned with trees, street lighting poles, other street furniture etc.  

 

Trees 

Notes:  

Type Mixed broad leaf 

Height:  Advance Standard 

Girth:  TBC with DCC Parks Dept. 

Tree grille / cover: TBC with DCC Parks Dept. 

Tree pit size: TBC with DCC Parks Dept. 

 

Street Furniture 

Notes:  

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: As required, however street furniture, e.g. bicycle stands is preferred in lieu 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable  
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Block 11 

Hanover St. East 

Notes:  

 

Materials 

Notes: 

Footpath buildouts Yes 

Paving Silver grey flame finished / bush-hammered granite, 600 x 600mm, staggered 

pattern 

Kerbs Silver grey flame finished / bush-hammered granite, 450mm wide 

Vehicular access 

over footpaths* 

Silver grey flame finished / bush-hammered granite setts, 200 x 100mm, 

staggered pattern, TBC with DCC Roads Maintenance Services 

Car park spaces / 

loading bays* 

Silver grey flame finished / bush-hammered granite setts, 200x100mm, 

staggered pattern, and  delineated by dropped kerbs 450mm wide to match 

footpaths, TBC with DCC Roads Maintenance Services 

Pedestrian crossings Tactile paving slabs 

Footpath Drainage*  Silver grey flame finished / bush-hammered granite, 300mm wide 12mm dish   

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* To be provided, where required.  

Utility boxes* In order to facilitate clear unobstructed footpath widths, utilities should 

preferably be located on the centre line of the footpath build-out zone, and 

aligned with trees, street lighting poles, other street furniture etc.  

 

Trees 

Notes:  

Type London Plane (Platanus x Hispanica)  

Height:  Advance Standard 

Girth:  TBC with DCC Parks Dept. 

Tree grille / cover: TBC with DCC Parks Dept. 

Tree pit size: TBC with DCC Parks Dept. 

 

Street Furniture 

Notes:  

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: As required, however street furniture, e.g. bicycle stands is preferred in lieu 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable  
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Block 11 

Lime St. 

Notes: A Dublinbikes stand is located on this street. Some heritage granite kerb existing along this 

street which should be retained. The existing footpath to this street is narrow hence footpath 

buildout zones should be encouraged to create increased pedestrian space. 

 

Materials 

Notes: 

Footpath buildouts Yes 

Paving Silver grey flame finished / bush-hammered granite, 600 x 300mm, staggered 

pattern 

Kerbs Existing kerbs to be retained or replaced with Silver grey flame finished / 

bush-hammered granite, 300mm wide 

Vehicular access 

over footpaths* 

Silver grey flame finished / bush-hammered granite setts, 200 x 100mm, 

staggered pattern, TBC with DCC Roads Maintenance Services 

Car park spaces / 

loading bays* 

Silver grey flame finished / bush-hammered granite setts, 200x100mm, 

staggered pattern, and  delineated by dropped kerbs 300mm wide to match 

footpaths, TBC with DCC Roads Maintenance Services 

Pedestrian crossings Tactile paving slabs 

Footpath Drainage*  Silver grey flame finished / bush-hammered granite, 300mm wide 12mm dish   

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* To be provided, where required.  

Utility boxes* In order to facilitate clear unobstructed footpath widths, utilities should 

preferably be located on the centre line of the footpath build-out zone, and 

aligned with trees, street lighting poles, other street furniture etc.  

 

Trees 

Notes:  

Type Mixed broad leaf 

Height:  Advance Standard 

Girth:  TBC with DCC Parks Dept. 

Tree grille / cover: TBC with DCC Parks Dept. 

Tree pit size: TBC with DCC Parks Dept. 

 

Street Furniture 

Notes:  

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: As required, however street furniture, e.g. bicycle stands is preferred in lieu 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable  
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Block 12 

Sir John Rogerson’s Quay 

Notes: The footpath is complete: paving is generally concrete flags with some granite kerbs. There is 

an opportunity to provide new footpath buildout zones between the existing onstreet carparking to 

provide space for trees and street furniture. Tree planting should provide a continuous line of trees 

in the footpaths in front of the buildings along Sir John Rogerson’s Quay. A Part 8 Planning 

permission may be prepared for works to the quayside to include for the Liffey Cycleway. Bus 

infrastructure may need to be provided to serve buses using the street. 

 

Materials 

Notes: 

Footpath buildouts Yes 

Paving Silver grey flame finished / bush-hammered granite, 600 x 600mm, staggered 

pattern 

Kerbs Silver grey flame finished / bush-hammered granite, 450mm wide 

Vehicular access 

over footpaths* 

Silver grey flame finished / bush-hammered granite setts, 200 x 100mm, 

staggered pattern, TBC with DCC Roads Maintenance Services 

Car park spaces / 

loading bays* 

Silver grey flame finished / bush-hammered granite setts, 200x100mm, 

staggered pattern, and  delineated by dropped kerbs 450mm wide to match 

footpaths, TBC with DCC Roads Maintenance Services 

Pedestrian crossings Tactile paving slabs 

Footpath Drainage*  Silver grey flame finished / bush-hammered granite, 300mm wide 12mm dish   

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* To be provided, where required.  

Utility boxes* In order to facilitate clear unobstructed footpath widths, utilities should 

preferably be located on the centre line of the footpath build-out zone, and 

aligned with trees, street lighting poles, other street furniture etc.  

 

Trees 

Notes: Trees should be planted at regular intervals preferably along the centre line of the build out 

zones to provide a continuous line in front of the buildings along Sir John Rogerson’s Quay. 

Type London Plane (Platanus x Hispanica)  

Height:  Advance Standard 

Girth:  TBC with DCC Parks Dept. 

Tree grille / cover: TBC with DCC Parks Dept. 

Tree pit size: TBC with DCC Parks Dept. 

 

Street Furniture 

Notes:  

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: As required, however street furniture, e.g. bicycle stands is preferred in lieu 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable  
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Block 12 

Forbes St. 

Notes: The footpath is complete along this street. Some new planters and benches could be 

provided in between some of the existing trees. 

 

Materials 

Notes: 

Footpath buildouts N/A 

Paving N/A 

Kerbs N/A 

Vehicular access 

over footpaths* 

N/A 

Car park spaces / 

loading bays* 

N/A 

Pedestrian crossings N/A 

Footpath Drainage*  N/A 

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* N/A 

Utility boxes* N/A 

 

Trees 

Notes: Some new planters could be provided in between some of the existing trees. 

Type N/A 

Height:  N/A 

Girth:  N/A 

Tree grille / cover: N/A 

Tree pit size: N/A 

 

Street Furniture 

Notes: 

Street Lighting: N/A 

Bollards*: N/A 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable  
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Block 12 

Misery Hill 

Notes: The footpath is complete along this street.  

 

Materials 

Notes: 

Footpath buildouts N/A 

Paving N/A 

Kerbs N/A 

Vehicular access 

over footpaths* 

N/A 

Car park spaces / 

loading bays* 

N/A 

Pedestrian crossings N/A 

Footpath Drainage*  N/A 

 

Services Locations 

Notes: 

Bicycle Stands: N/A 

Loading Bay* N/A 

Utility boxes* N/A 

 

Trees 

Notes:  

Type N/A 

Height:  N/A 

Girth:  N/A 

Tree grille / cover: N/A 

Tree pit size: N/A 

 

Street Furniture 

Notes: 

Street Lighting: N/A 

Bollards*: N/A 

Seating: N/A 

Bins: N/A 

*where applicable  
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Block 12 

Cardiff Lane 

Notes: The existing footpath is generally paved with concrete flags with a granite kerb. Some new 

footpath build out zones could be located between some of the existing coach parking spaces, taxi 

ranks and loading bays located at the northern end of the street. . A Part 8 planning application may 

be made to provide cycle lanes along each side of the street, however this could result in there being 

insufficient space to provide footpath build-out zones. 

 

Materials 

Notes: 

Footpath buildouts Yes 

Paving Silver grey flame finished / bush-hammered granite, 600 x 300mm, staggered 

pattern 

Kerbs Silver grey flame finished / bush-hammered granite, 300mm wide 

Vehicular access 

over footpaths* 

Silver grey flame finished / bush-hammered granite setts, 200 x 100mm, 

staggered pattern, TBC with DCC Roads Maintenance Services 

Car park spaces / 

loading bays* 

Silver grey flame finished / bush-hammered granite setts, 200x100mm, 

staggered pattern, and  delineated by dropped kerbs 300mm wide to match 

footpaths, TBC with DCC Roads Maintenance Services 

Pedestrian crossings Tactile paving slabs 

Footpath Drainage*  Silver grey flame finished / bush-hammered granite, 300mm wide 12mm dish   

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* To be provided, where required.  

Utility boxes* In order to facilitate clear unobstructed footpath widths, utilities should 

preferably be located on the centre line of the footpath build-out zone, and 

aligned with trees, street lighting poles, other street furniture etc. 

 

Trees 

Notes: No trees are proposed along this side of the street 

Type N/A 

Height:  N/A 

Girth:  N/A 

Tree grille / cover: N/A 

Tree pit size: N/A 

 

Street Furniture 

Notes:  

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: As required, however street furniture, e.g. bicycle stands is preferred in lieu 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable  
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Block 13 

Sir John Rogerson’s Quay 

Notes: The footpath is complete: paving is generally concrete flags with some granite kerbs. There is 

an opportunity to provide new footpath buildout zones between the existing onstreet carparking to 

provide space for trees and street furniture. Tree planting should provide a continuous line of trees 

in the footpaths in front of the buildings along Sir John Rogerson’s Quay. A Part 8 Planning 

permission may be prepared for works to the quayside to include for the Liffey Cycleway. Bus 

infrastructure may need to be provided to serve buses using the street. 

 

Materials 

Notes: 

Footpath buildouts Yes 

Paving Silver grey flame finished / bush-hammered granite, 600 x 600mm, staggered 

pattern 

Kerbs Silver grey flame finished / bush-hammered granite, 450mm wide 

Vehicular access 

over footpaths* 

Silver grey flame finished / bush-hammered granite setts, 200 x 100mm, 

staggered pattern, TBC with DCC Roads Maintenance Services 

Car park spaces / 

loading bays* 

Silver grey flame finished / bush-hammered granite setts, 200x100mm, 

staggered pattern, and  delineated by dropped kerbs 450mm wide to match 

footpaths, TBC with DCC Roads Maintenance Services 

Pedestrian crossings Tactile paving slabs 

Footpath Drainage*  Silver grey flame finished / bush-hammered granite, 300mm wide 12mm dish   

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* To be provided, where required.  

Utility boxes* In order to facilitate clear unobstructed footpath widths, utilities should 

preferably be located on the centre line of the footpath build-out zone, and 

aligned with trees, street lighting poles, other street furniture etc. 

 

Trees 

Trees should be planted at regular intervals preferably along the centre line of the build out zones to 

provide a continuous line in front of the buildings along Sir John Rogerson’s Quay. 

Type London Plane (Platanus x Hispanica)  

Height:  Advance Standard 

Girth:  TBC with DCC Parks Dept. 

Tree grille / cover: TBC with DCC Parks Dept. 

Tree pit size: TBC with DCC Parks Dept. 

 

Street Furniture 

Notes:  

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: As required, however street furniture, e.g. bicycle stands is preferred in lieu 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable  
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Block 13 

Blood Stoney Road 

Notes: The footpath is complete along this street. Some new planters and benches could be 

provided in between some of the existing trees. 

 

Materials 

Notes: 

Footpath buildouts N/A 

Paving N/A 

Kerbs N/A 

Vehicular access 

over footpaths* 

N/A 

Car park spaces / 

loading bays* 

N/A 

Pedestrian crossings N/A 

Footpath Drainage*  N/A 

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* N/A 

Utility boxes* N/A 

 

Trees 

Notes: Some new planters could be provided in between some of the existing trees. 

Type N/A 

Height:  N/A 

Girth:  N/A 

Tree grille / cover: N/A 

Tree pit size: N/A 

 

Street Furniture 

Notes: 

Street Lighting: N/A 

Bollards*: N/A 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable  
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Block 13 

Hanover Quay 

Notes: The footpath is complete along this street. Some benches could be provided. 

 

Materials 

Notes: 

Footpath buildouts N/A 

Paving N/A 

Kerbs N/A 

Vehicular access 

over footpaths* 

N/A 

Car park spaces / 

loading bays* 

N/A 

Pedestrian crossings N/A 

Footpath Drainage*  N/A 

 

Services Locations 

Notes: 

Bicycle Stands: N/A 

Loading Bay* N/A 

Utility boxes* N/A 

 

Trees 

Notes:  

Type N/A 

Height:  N/A 

Girth:  N/A 

Tree grille / cover: N/A 

Tree pit size: N/A 

 

Street Furniture 

Notes: 

Street Lighting: N/A 

Bollards*: N/A 

Seating: One seat/bench minimum to be provided 

Bins: N/A 

*where applicable  
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Block 13 

Forbes St. 

Notes: The footpath is complete along this street. Some new planters and benches could be 

provided in between some of the existing trees. 

 

Materials 

Notes: 

Footpath buildouts N/A 

Paving N/A 

Kerbs N/A 

Vehicular access 

over footpaths* 

N/A 

Car park spaces / 

loading bays* 

N/A 

Pedestrian crossings N/A 

Footpath Drainage*  N/A 

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* N/A 

Utility boxes* N/A 

 

Trees 

Notes: Some new planters could be provided in between some of the existing trees. 

Type N/A 

Height:  N/A 

Girth:  N/A 

Tree grille / cover: N/A 

Tree pit size: N/A 

 

Street Furniture 

Notes: 

Street Lighting: N/A 

Bollards*: N/A 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable  
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Block 14 

Sir John Rogerson’s Quay 

Notes: The footpath is complete: paving is generally concrete flags with some granite kerbs. There is 

an opportunity to provide new footpath buildout zones between the existing onstreet carparking to 

provide space for trees and street furniture. Tree planting should provide a continuous line of trees 

in the footpaths in front of the buildings along Sir John Rogerson’s Quay. A Part 8 Planning 

permission may be prepared for works to the quayside to include for the Liffey Cycleway. Bus 

infrastructure may need to be provided to serve buses using the street. 

 

Materials 

Notes: 

Footpath buildouts Yes 

Paving Silver grey flame finished / bush-hammered granite, 600 x 600mm, staggered 

pattern 

Kerbs Silver grey flame finished / bush-hammered granite, 450mm wide 

Vehicular access 

over footpaths* 

Silver grey flame finished / bush-hammered granite setts, 200 x 100mm, 

staggered pattern, TBC with DCC Roads Maintenance Services 

Car park spaces / 

loading bays* 

Silver grey flame finished / bush-hammered granite setts, 200x100mm, 

staggered pattern, and  delineated by dropped kerbs 450mm wide to match 

footpaths, TBC with DCC Roads Maintenance Services 

Pedestrian crossings Tactile paving slabs 

Footpath Drainage*  Silver grey flame finished / bush-hammered granite, 300mm wide 12mm dish   

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* To be provided, where required.  

Utility boxes* In order to facilitate clear unobstructed footpath widths, utilities should 

preferably be located on the centre line of the footpath build-out zone, and 

aligned with trees, street lighting poles, other street furniture etc. 

 

Trees 

Trees should be planted at regular intervals preferably along the centre line of the build out zones to 

provide a continuous line in front of the buildings along Sir John Rogerson’s Quay. 

Type London Plane (Platanus x Hispanica)  

Height:  Advance Standard 

Girth:  TBC with DCC Parks Dept. 

Tree grille / cover: TBC with DCC Parks Dept. 

Tree pit size: TBC with DCC Parks Dept. 

 

Street Furniture 

Notes:  

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: As required, however street furniture, e.g. bicycle stands is preferred in lieu 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable  
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Block 14 

Benson St. 

Notes: The footpath is complete along this street. Some new planters and benches could be 

provided in between some of the existing trees. A Dublinbikes stand is located at the southern end 

of the street. The street abuts the proposed new Benson St. Park. There are proposals for a possible 

cycle lane to be located along this street which would require a Part 8 planning permission. 

 

Materials 

Notes: 

Footpath buildouts Yes 

Paving Silver grey flame finished / bush-hammered granite, 600 x 300mm, staggered 

pattern 

Kerbs Silver grey flame finished / bush-hammered granite, 300mm wide 

Vehicular access 

over footpaths* 

Silver grey flame finished / bush-hammered granite setts, 200 x 100mm, 

staggered pattern, TBC with DCC Roads Maintenance Services 

Car park spaces / 

loading bays* 

Silver grey flame finished / bush-hammered granite setts, 200x100mm, 

staggered pattern, and  delineated by dropped kerbs 300mm wide to match 

footpaths, TBC with DCC Roads Maintenance Services 

Pedestrian crossings Tactile paving slabs 

Footpath Drainage*  Silver grey flame finished / bush-hammered granite, 300mm wide 12mm dish   

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* To be provided, where required.  

Utility boxes* In order to facilitate clear unobstructed footpath widths, utilities should 

preferably be located on the centre line of the footpath build-out zone, and 

aligned with trees, street lighting poles, other street furniture etc.  

 

Trees 

Notes:  

Type Mixed broad leaf 

Height:  Advance Standard 

Girth:  TBC with DCC Parks Dept. 

Tree grille / cover: TBC with DCC Parks Dept. 

Tree pit size: TBC with DCC Parks Dept. 

 

Street Furniture 

Notes: 

Street Lighting: N/A 

Bollards*: N/A 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable  
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Block 14 

Hanover Quay 

Notes:  

 

Materials 

Notes: 

Footpath buildouts Yes 

Paving Silver grey flame finished / bush-hammered granite, 600 x 600mm, staggered 

pattern 

Kerbs Silver grey flame finished / bush-hammered granite, 450mm wide 

Vehicular access 

over footpaths* 

Silver grey flame finished / bush-hammered granite setts, 200 x 100mm, 

staggered pattern, TBC with DCC Roads Maintenance Services 

Car park spaces / 

loading bays* 

Silver grey flame finished / bush-hammered granite setts, 200x100mm, 

staggered pattern, and  delineated by dropped kerbs 450mm wide to match 

footpaths, TBC with DCC Roads Maintenance Services 

Pedestrian crossings Tactile paving slabs 

Footpath Drainage*  Silver grey flame finished / bush-hammered granite, 300mm wide 12mm dish   

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* To be provided, where required.  

Utility boxes* In order to facilitate clear unobstructed footpath widths, utilities should 

preferably be located on the centre line of the footpath build-out zone, and 

aligned with trees, street lighting poles, other street furniture etc.  

 

Trees 

Notes:  

Type N/A 

Height:  N/A 

Girth:  N/A 

Tree grille / cover: N/A 

Tree pit size: N/A 

 

Street Furniture 

Notes:  

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: As required, however street furniture, e.g. bicycle stands is preferred in lieu 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable  
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Block 14 

Blood Stoney Road 

Notes: The footpath is complete along the northern end of this street. Some new planters and 

benches could be provided in between some of the existing trees. 

 

Materials 

Notes: 

Footpath buildouts Yes 

Paving Silver grey flame finished / bush-hammered granite, 600 x 300mm, staggered 

pattern 

Kerbs Silver grey flame finished / bush-hammered granite, 300mm wide 

Vehicular access 

over footpaths* 

Silver grey flame finished / bush-hammered granite setts, 200 x 100mm, 

staggered pattern, TBC with DCC Roads Maintenance Services 

Car park spaces / 

loading bays* 

Silver grey flame finished / bush-hammered granite setts, 200x100mm, 

staggered pattern, and  delineated by dropped kerbs 300mm wide to match 

footpaths, TBC with DCC Roads Maintenance Services 

Pedestrian crossings Tactile paving slabs 

Footpath Drainage*  Silver grey flame finished / bush-hammered granite, 300mm wide 12mm dish   

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* To be provided, where required.  

Utility boxes* In order to facilitate clear unobstructed footpath widths, utilities should 

preferably be located on the centre line of the footpath build-out zone, and 

aligned with trees, street lighting poles, other street furniture etc. 

 

Trees 

Notes: Trees should preferably  be located on the centre line of the footpath build-out zone. Some 

new planters could be provided in between some of the existing trees. 

Type Mixed broad leaf 

Height:  Advance Standard 

Girth:  TBC with DCC Parks Dept. 

Tree grille / cover: TBC with DCC Parks Dept. 

Tree pit size: TBC with DCC Parks Dept. 

 

Street Furniture 

Notes:  

Street Lighting: N/A 

Bollards*: N/A 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable  
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Block 15 

Sir John Rogerson’s Quay 

Notes: Tree planting should provide a continuous line of trees in the footpaths in front of the 

buildings along Sir John Rogerson’s Quay. A Part 8 Planning permission may be prepared for works to 

the quayside to include for the Liffey Cycleway. The carriageway fronting Block 15 on Sir John 

Rogerson’s Quay is cobbled. Bus infrastructure may need to be provided to serve buses using the 

street. 

 

Materials 

Notes: 

Footpath buildouts Yes 

Paving Silver grey flame finished / bush-hammered granite, 600 x 600mm, staggered 

pattern 

Kerbs Silver grey flame finished / bush-hammered granite, 450mm wide 

Vehicular access 

over footpaths* 

Silver grey flame finished / bush-hammered granite setts, 200 x 100mm, 

staggered pattern, TBC with DCC Roads Maintenance Services 

Car park spaces / 

loading bays* 

Silver grey flame finished / bush-hammered granite setts, 200x100mm, 

staggered pattern, and  delineated by dropped kerbs 450mm wide to match 

footpaths, TBC with DCC Roads Maintenance Services 

Pedestrian crossings Tactile paving slabs 

Footpath Drainage*  Silver grey flame finished / bush-hammered granite, 300mm wide 12mm dish   

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* To be provided, where required.  

Utility boxes* In order to facilitate clear unobstructed footpath widths, utilities should 

preferably be located on the centre line of the footpath build-out zone, and 

aligned with trees, street lighting poles, other street furniture etc.  

 

Trees 

Trees should be planted at regular intervals preferably along the centre line of the build out zones to 

provide a continuous line in front of the buildings along Sir John Rogerson’s Quay. 

Type London Plane (Platanus x Hispanica)  

Height:  Advance Standard 

Girth:  TBC with DCC Parks Dept. 

Tree grille / cover: TBC with DCC Parks Dept. 

Tree pit size: TBC with DCC Parks Dept. 

 

Street Furniture 

Notes:  

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: As required, however street furniture, e.g. bicycle stands is preferred in lieu 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable  
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Block 15 

Britain Quay 

Notes: A revised landscape proposal for the Capital Docks site is currently being prepared. The 

proposed new Dodder bridge will cover a large area of public realm at the junction with Sir John 

Rogerson’s Quay. There are proposals for the Dodder Greenway to run along Britain Quay. Historic 

setts should be recycled and reused in the area. 

 

Materials 

Notes: 

Footpath buildouts N/A 

Paving N/A 

Kerbs N/A 

Vehicular access 

over footpaths* 

N/A 

Car park spaces / 

loading bays* 

N/A 

Pedestrian crossings N/A 

Footpath Drainage*  N/A 

 

Services Locations 

Notes: 

Bicycle Stands: N/A 

Loading Bay* N/A 

Utility boxes* N/A 

 

Trees 

Notes:  

Type N/A 

Height:  N/A 

Girth:  N/A 

Tree grille / cover: N/A 

Tree pit size: N/A 

 

Street Furniture 

Notes:  

Street Lighting: N/A 

Bollards*: N/A 

Seating: N/A 

Bins: N/A 

*where applicable 
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Block 15 

Hanover Quay 

Notes: The carriageway and quayside area are cobbled. A Part 8 Planning permission may be 

prepared for works to include for a cycleway. The street is a cul-de-sac: on street carparking should 

be removed. 

 

Materials 

Notes: 

Footpath buildouts No 

Paving Cobbles to be reinstated to match existing 

Kerbs N/A 

Vehicular access 

over footpaths* 

N/A 

Car park spaces / 

loading bays* 

N/A 

Pedestrian crossings N/A 

Footpath Drainage*  N/A 

 

Services Locations 

Notes: 

Bicycle Stands: N/A 

Loading Bay* N/A 

Utility boxes* N/A 

 

Trees 

Notes:  

Type N/A 

Height:  N/A 

Girth:  N/A 

Tree grille / cover: N/A 

Tree pit size: N/A 

 

Street Furniture 

Notes:  

Street Lighting: TBC 

Bollards*: As required, however street furniture, e.g. bicycle stands is preferred in lieu 

Seating: N/A 

Bins: N/A 

*where applicable  
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Block 15 

Benson St. 

Notes: There are proposals for a possible cycle lane to be located along this street which would 

require a Part 8 planning permission. 

 

Materials 

Notes: 

Footpath buildouts Yes 

Paving Silver grey flame finished / bush-hammered granite, 600 x 300mm, staggered 

pattern 

Kerbs Silver grey flame finished / bush-hammered granite, 300mm wide 

Vehicular access 

over footpaths* 

Silver grey flame finished / bush-hammered granite setts, 200 x 100mm, 

staggered pattern, TBC with DCC Roads Maintenance Services 

Car park spaces / 

loading bays* 

Silver grey flame finished / bush-hammered granite setts, 200x100mm, 

staggered pattern, and  delineated by dropped kerbs 300mm wide to match 

footpaths, TBC with DCC Roads Maintenance Services 

Pedestrian crossings Tactile paving slabs 

Footpath Drainage*  Silver grey flame finished / bush-hammered granite, 300mm wide 12mm dish   

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* To be provided, where required.  

Utility boxes* In order to facilitate clear unobstructed footpath widths, utilities should 

preferably be located on the centre line of the footpath build-out zone, and 

aligned with trees, street lighting poles, other street furniture etc. 

 

Trees 

Notes: There are no trees proposed along this side of the street 

Type N/A 

Height:  N/A 

Girth:  N/A 

Tree grille / cover: N/A 

Tree pit size: N/A 

 

Street Furniture 

Notes: 

Street Lighting: N/A 

Bollards*: N/A 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable  
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Block 15 

Green St. East 

Notes: The eastern end of the street is cobbled – it is intended to re-cobble the entire street. In-situ 

concrete pavements should be replaced with granite. 

 

Materials 

Notes: 

Footpath buildouts TBC 

Paving Silver grey flame finished / bush-hammered granite, 600 x 300mm, staggered 

pattern 

Kerbs Silver grey flame finished / bush-hammered granite, 300mm wide 

Vehicular access 

over footpaths* 

Silver grey flame finished granite setts, 200 x 100mm, staggered pattern, TBC 

with DCC Roads Maintenance Services 

Car park spaces / 

loading bays* 

Silver grey flame finished / bush-hammered granite setts, 200x100mm, 

staggered pattern, and  delineated by dropped kerbs 300mm wide to match 

footpaths, TBC with DCC Roads Maintenance Services 

Pedestrian crossings N/A 

Footpath Drainage*  N/A 

 

Services Locations 

Notes: 

Bicycle Stands: N/A 

Loading Bay* N/A 

Utility boxes* N/A 

 

Trees 

Notes:  

Type N/A 

Height:  N/A 

Girth:  N/A 

Tree grille / cover: N/A 

Tree pit size: N/A 

 

Street Furniture 

Notes:  

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: As required, however street furniture, e.g. bicycle stands is preferred in lieu 

Seating: One seat/bench minimum to be provided 

Bins: N/A 

*where applicable  
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Block 16 

Misery Hill 

Notes: The footpath is complete along this street.  

 

Materials 

Notes: 

Footpath buildouts N/A 

Paving N/A 

Kerbs N/A 

Vehicular access 

over footpaths* 

N/A 

Car park spaces / 

loading bays* 

N/A 

Pedestrian crossings N/A 

Footpath Drainage*  N/A 

 

Services Locations 

Notes: 

Bicycle Stands: N/A 

Disabled carparking: N/A 

Loading Bay* N/A 

Utility boxes* N/A 

 

Trees 

Notes:  

Type N/A 

Height:  N/A 

Girth:  N/A 

Tree grille / cover: N/A 

Tree pit size: N/A 

 

Street Furniture 

Notes: 

Street Lighting: N/A 

Bollards*: N/A 

Seating: N/A 

Bins: N/A 

*where applicable  
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Block 16 

Macken St. 

Notes: The existing footpath is generally paved with concrete flags with a granite kerb. Some new 

footpath build out zones could be located between some of the existing taxi ranks, loading bays and 

car spaces. A Part 8 planning application may be made to provide cycle lanes along each side of the 

street, however this could result in there being insufficient space to provide footpath build-out 

zones. Bus infrastructure may need to be provided to serve buses using the street. 

 

Materials 

Notes: 

Footpath buildouts Yes 

Paving Silver grey flame finished / bush-hammered granite, 600 x 600mm, staggered 

pattern 

Kerbs Silver grey flame finished / bush-hammered granite, 450mm wide 

Vehicular access 

over footpaths* 

Silver grey flame finished / bush-hammered granite setts, 200 x 100mm, 

staggered pattern, TBC with DCC Roads Maintenance Services 

Car park spaces / 

loading bays* 

Silver grey flame finished / bush-hammered granite setts, 200x100mm, 

staggered pattern, and  delineated by dropped kerbs 450mm wide to match 

footpaths, TBC with DCC Roads Maintenance Services 

Pedestrian crossings Tactile paving slabs 

Footpath Drainage*  Silver grey flame finished / bush-hammered granite, 300mm wide 12mm dish   

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* To be provided, where required.  

Utility boxes* In order to facilitate clear unobstructed footpath widths, utilities should 

preferably be located on the centre line of the footpath build-out zone, and 

aligned with trees, street lighting poles, other street furniture etc. 

 

Trees 

Notes: No trees are proposed along this side of the street 

Type N/A 

Height:  N/A 

Girth:  N/A 

Tree grille / cover: N/A 

Tree pit size: N/A 

 

Street Furniture 

Notes:  

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: As required, however street furniture, e.g. bicycle stands is preferred in lieu 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable  
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Block 16 

Grand Canal Quay 

Notes: The footpath is complete along this street. A Part 8 planning application may be made to 

provide a cycle lane along the quayside. 

 

Materials 

Notes: 

Footpath buildouts N/A 

Paving N/A 

Kerbs N/A 

Vehicular access 

over footpaths* 

N/A 

Car park spaces / 

loading bays* 

N/A 

Pedestrian crossings N/A 

Footpath Drainage*  N/A 

 

Services Locations 

Notes: 

Bicycle Stands: N/A 

Loading Bay* N/A 

Utility boxes* N/A 

 

Trees 

Notes:  

Type N/A 

Height:  N/A 

Girth:  N/A 

Tree grille / cover: N/A 

Tree pit size: N/A 

 

Street Furniture 

Notes: 

Street Lighting: N/A 

Bollards*: N/A 

Seating: N/A 

Bins: N/A 

*where applicable  
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Block 16 

Pearse St. 

Notes: The footpath is complete along this street.  

 

Materials 

Notes: 

Footpath buildouts N/A 

Paving N/A 

Kerbs N/A 

Vehicular access 

over footpaths* 

N/A 

Car park spaces / 

loading bays* 

N/A 

Pedestrian crossings N/A 

Footpath Drainage*  N/A 

 

Services Locations 

Notes: 

Bicycle Stands: N/A 

Loading Bay* N/A 

Utility boxes* N/A 

 

Trees 

Notes:  

Type N/A 

Height:  N/A 

Girth:  N/A 

Tree grille / cover: N/A 

Tree pit size: N/A 

 

Street Furniture 

Notes: 

Street Lighting: N/A 

Bollards*: N/A 

Seating: N/A 

Bins: N/A 

*where applicable  
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Block 17 

Ringsend Road 

Notes: This project is currently on site. A Part 8 planning application may be made to provide cycle 

lanes along each side of the street. If cyclelanes are provided, then new trees should be planted 

within the footpath where space permits. 

 

Materials 

Notes: 

Footpath buildouts N/A 

Paving Silver grey flame finished / bush-hammered granite, 600 x 600mm, staggered 

pattern 

Kerbs Silver grey flame finished / bush-hammered granite, 450mm wide 

Vehicular access 

over footpaths* 

Silver grey flame finished / bush-hammered granite setts, 200 x 100mm, 

staggered pattern, TBC with DCC Roads Maintenance Services 

Car park spaces / 

loading bays* 

Silver grey flame finished / bush-hammered granite setts, 200x100mm, 

staggered pattern, and  delineated by dropped kerbs 450mm wide to match 

footpaths, TBC with DCC Roads Maintenance Services 

Pedestrian crossings Tactile paving slabs 

Footpath Drainage*  Silver grey flame finished / bush-hammered granite, 300mm wide 12mm dish   

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* To be provided, where required.  

Utility boxes* In order to facilitate clear unobstructed footpath widths, utilities should 

preferably be located on the centre line of the footpath build-out zone, and 

aligned with trees, street lighting poles, other street furniture etc. 

 

Trees 

Notes:  

Type London Plane (Platanus x Hispanica)  

Height:  Advance Standard 

Girth:  TBC with DCC Parks Dept. 

Tree grille / cover: TBC with DCC Parks Dept. 

Tree pit size: TBC with DCC Parks Dept. 

 

Street Furniture 

Notes:  

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: As required, however street furniture, e.g. bicycle stands is preferred in lieu 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable  
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Block 17 

Barrow St. 

Notes: Part 8 Planning permissions have been prepared for the northern and southern sections of 

the street. There is a DublinBikes stand at the northern end of the street 

 

Materials 

Notes: 

Footpath buildouts Yes 

Paving Silver grey flame finished / bush-hammered granite, 600 x 300mm, staggered 

pattern 

Kerbs Silver grey flame finished / bush-hammered granite, 300mm wide 

Vehicular access 

over footpaths* 

Silver grey flame finished / bush-hammered granite setts, 200 x 100mm, 

staggered pattern, TBC with DCC Roads Maintenance Services 

Car park spaces / 

loading bays* 

Silver grey flame finished / bush-hammered granite setts, 200x100mm, 

staggered pattern, and  delineated by dropped kerbs 300mm wide to match 

footpaths, TBC with DCC Roads Maintenance Services 

Pedestrian crossings Tactile paving slabs 

Footpath Drainage*  Silver grey flame finished / bush-hammered granite, 300mm wide 12mm dish   

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* To be provided, where required.  

Utility boxes* In order to facilitate clear unobstructed footpath widths, utilities should 

preferably be located on the centre line of the footpath build-out zone, and 

aligned with trees, street lighting poles, other street furniture etc. 

 

Trees 

Notes:  Some new planters could be provided in between some of the existing trees. 

Type Mixed broad leaf 

Height:  Advance Standard 

Girth:  TBC with DCC Parks Dept. 

Tree grille / cover: TBC with DCC Parks Dept. 

Tree pit size: TBC with DCC Parks Dept. 

 

Street Furniture 

Notes:  

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: As required, however street furniture, e.g. bicycle stands is preferred in lieu 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable  
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Block 18 

Ringsend Road 

Notes: New tree planting should provide a continuous line of trees in the footpaths along Ringsend 

Road. A Part 8 planning application may be made to provide cycle lanes along each side of the street. 

If cyclelanes are provided, then new trees should be planted within the footpath where space 

permits. Bus infrastructure may need to be provided to serve buses using the street. 

 

Materials 

Notes: 

Footpath buildouts Yes 

Paving Silver grey flame finished / bush-hammered granite, 600 x 600mm, staggered 

pattern 

Kerbs Silver grey flame finished / bush-hammered granite, 450mm wide 

Vehicular access 

over footpaths* 

Silver grey flame finished / bush-hammered granite setts, 200 x 100mm, 

staggered pattern, TBC with DCC Roads Maintenance Services 

Car park spaces / 

loading bays* 

Silver grey flame finished / bush-hammered granite setts, 200x100mm, 

staggered pattern, and  delineated by dropped kerbs 450mm wide to match 

footpaths, TBC with DCC Roads Maintenance Services 

Pedestrian crossings Tactile paving slabs 

Footpath Drainage*  Silver grey flame finished / bush-hammered granite, 300mm wide 12mm dish   

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* To be provided, where required.  

Utility boxes* In order to facilitate clear unobstructed footpath widths, utilities should 

preferably be located on the centre line of the footpath build-out zone, and 

aligned with trees, street lighting poles, other street furniture etc. 

 

Trees 

Notes: . Where it is not possible to provide footpath build-out zones, then new trees should be 

located within the footpath where space permits. 

Type London Plane (Platanus x Hispanica)  

Height:  Advance Standard 

Girth:  TBC with DCC Parks Dept. 

Tree grille / cover: TBC with DCC Parks Dept. 

Tree pit size: TBC with DCC Parks Dept. 

 

Street Furniture 

Notes:  

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: As required, however street furniture, e.g. bicycle stands is preferred in lieu 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable   
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Block 19 

Ringsend Road 

Notes: This block does not address any public streets or roads hence all public realm works will be 

undertaken privately by the developer. If areas are to be taken in charge by DCC, then works should 

comply with the Construction Standards for Road and Street Works in Dublin City Council. 

 

Materials 

Notes: 

Footpath buildouts N/A 

Paving N/A 

Kerbs N/A 

Vehicular access 

over footpaths* 

N/A 

Car park spaces / 

loading bays* 

N/A 

Pedestrian crossings N/A 

Footpath Drainage*  N/A 

 

Services Locations 

Notes: 

Bicycle Stands: N/A 

Loading Bay* N/A 

Utility boxes* N/A 

 

Trees 

Notes: . Where it is not possible to provide footpath build-out zones, then new trees should be 

located within the footpath where space permits. 

Type N/A 

Height:  N/A 

Girth:  N/A 

Tree grille / cover: N/A 

Tree pit size: N/A 

 

Street Furniture 

Notes:  

Street Lighting: N/A 

Bollards*: N/A 

Seating: N/A 

Bins: N/A 

*where applicable  
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Block 20 

Thorncastle St. 

Notes: A Part 8 planning application may be made to provide cycle lanes along each side of the 

street. If cyclelanes are provided, then new trees should be planted within the footpath where space 

permits. 

 

Materials 

Notes: 

Footpath buildouts Yes 

Paving Silver grey flame finished / bush-hammered granite, 600 x 600mm, staggered 

pattern 

Kerbs Existing to be retained or replaced with Silver grey flame finished / bush-

hammered granite, 450mm wide 

Vehicular access 

over footpaths* 

Silver grey flame finished / bush-hammered granite setts, 200 x 100mm, 

staggered pattern, TBC with DCC Roads Maintenance Services 

Car park spaces / 

loading bays* 

Silver grey flame finished / bush-hammered granite setts, 200x100mm, 

staggered pattern, and  delineated by dropped kerbs 450mm wide to match 

footpaths, TBC with DCC Roads Maintenance Services 

Pedestrian crossings Tactile paving slabs 

Footpath Drainage*  Silver grey flame finished / bush-hammered granite, 300mm wide 12mm dish   

 

Services Locations 

Notes: 

Bicycle Stands: The Environment & Transportation Dept. should be consulted with to 

confirm if any existing on-street carparking bays are to be used for cycle 

parking and if buildouts are required. 

Loading Bay* To be provided, where required.  

Utility boxes* In order to facilitate clear unobstructed footpath widths, utilities should 

preferably be located on the centre line of the footpath build-out zone, and 

aligned with trees, street lighting poles, other street furniture etc. 

 

Trees 

Notes: . Where it is not possible to provide footpath build-out zones, then new trees should be 

located within the footpath where space permits. 

Type London Plane (Platanus x Hispanica)  

Height:  Advance Standard 

Girth:  TBC with DCC Parks Dept. 

Tree grille / cover: TBC with DCC Parks Dept. 

Tree pit size: TBC with DCC Parks Dept. 

 

Street Furniture 

Notes:  

Street Lighting: Procedures and approval of Public Lighting  Services Division required 

Bollards*: As required, however street furniture, e.g. bicycle stands is preferred in lieu 

Seating: One seat/bench minimum to be provided 

Bins: Solar compactor bins should be provided at each street corner 

*where applicable 


